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I 
SUMMARY 
The report covers operational nuclear power stations of capacity greater than 
50 MWe and nuclear fuel reprocessing plants in the European Community. Radio-
active gaseous and liquid effluent discharges from these installations are 
given for the period 1976 to 1980, expressed both in absolute terms and normal-
ized to net electricity production from the fuel. An assessment is then made 
of exposure of members of the public consequent to the 1980 discharges. 
Where environmental contamination levels were detectable the results have been 
taken into account in the dose assessment; however, environmental contamination 
was in general below the limit of detection. In these circumstances the dose 
estimates rely entirely on theoretical models which frequently incorporate 
conservative assumptions; hence these estimates are likely to be greater than 
the doses actually received. 
The estimated exposures have then been compared with the dose limits set out 
in the Euratom Directive of 15th July, 1980. It is concluded that the exposure 
of members of the public always left an appreciable safety margin relative to 
the limits and indeed lay within the variations in exposure which result from 
natural background. 
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PREFACE 
Reports on releases to the environment of radioactive materials in airborne 
and liquid effluents from nuclear power stations and nuclear fuel reprocessing 
plants in the European Community are published periodically. This report, the 
sixth in the series, deals with the years 1976-1980 and covers discharges from 
41 power stations and 5 reprocessing plants. It also presents conservative 
estimates of the maximum exposure of members of the population as a result of 
these discharges and compares them with the applicable radiation protection 
standards and exposure from natural radiation. 
It is hoped that the report will be of assistance to two categories of reader-
ship. Firstly, for those professionaly concerned with nuclear power it should 
serve as a reference document of radioactive discharges from all major nuclear 
installations in the Community, demonstrating to what extent present day 
technology can restrict discharges, which radionuclides are most commonly 
present in effluents and, in general terms, which nuclides are of greatest 
interest from an environmental point of view. 
Secondly, in comparing the estimates of radiation exposure to the relevant 
limits and to exposure from naturally-occurring radiation, it is hoped that 
the report will serve interested members of the public in putting the radio-
logical significance of these discharges in perspective. 
I would like to thank the national authorities for their cooperation in 
communicating the data to the Commission. 
Dr. E. BENNETI' 
V 
Notes to the text and the tables 
- The following abbreviations apply : 
NPS 
AGR 
BWR 
FBR 
GCR 
HWR 
LWR 
PHWR 
PWR 
SGHWR 
NFRP 
MW a 
GWa 
Nuclear Power Station 
Advanced Gas-cooled Reactor 
Boiling Water Reactor 
Fast Breeder Reactor 
Gas-cooled Reactor 
Heavy Water Reactor 
Light Water Reactor 
Pressurized Heavy Water Reactor 
Pressurized Water Reactor 
Steam Generating Heavy Water Reactor 
Nuclear Fuel Reprocessing Plant 
Megawatt-year electrical 
Gigawatt-year electrical 
Blanks appear in the tables where the relevant information was not available. 
In some cases measurements have not been carried out or no limit has been 
fixed. 
-The abbreviation "n.a." (not applicable) is used in the tables to indicate 
that the facility in question was not yet commissioned. 
- A dash "-" is used in the tables for values regarded in the source documents 
as negligible. 
- The use of the units "rem" and "curie" instead of the new units "sievert" 
and "becquerel" respectively arises from the fact that the documentation to 
which this report refers mainly uses the former units. 
- For brevity the word "equivalent" has been dropped from the expression 
"dose equivalent", "committed dose equivalent" and "committed effective 
dose equivalent". 
- In Table XI the units of net electricity production are expressed in GWh, 
in accordance with the units used in the EUROSTAT report (1); in the text, 
however, normalized discharges, i.e. the discharges per unit net electrical 
energy produced are expressed in Ci/MWa or Ci/GWa. Where the thermal power 
is referred to this is shown explicitly by the use of MW(th)a or GW(th)a. 
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1. RADIOACTIVE EFFLUENTS 
1.1 GENERAL 
This report contains data on the discharge of gaseous and liquid radio-
active effluents from 1976 to 1980 by nuclear power stations (NPS) and 
nuclear fuel reprocessing plants (NFRP) in the Community. 
The data were mainly supplied by the responsible national bodies, but 
in some cases have been drawn from other sources. 
1.2 NUCLEAR POWER STATIONS 
1.2.1 Plant Characteristics and Data Sources 
Table I gives general characteristics of the nuclear power stations (*) 
which were in operation in the Community during the period covered by this 
report and to which the subsequent data on discharges relate. In addition, 
Table XI includes the net electrical output of each station for the period 
1976 to 1980. The data on thermal and electrical capacity, date of connect-
ion to the grid and electricity produced were taken from the EUROSTAT 
report (1) of the Statistical Office of the European Communities. The types 
of reactor represented include the pressurized water reactor (PWR) , the 
boiling water reactor (BWR), the gas-cooled graphite moderated reactor 
(GCR), the advanced gas-cooled reactor (AGR), the fast breeder reactor 
(FBR) and the heavy water moderated reactor (HWR/PHWR/SGHWR) which may be 
cooled by gas, heavy water or light water. A total of 41 stations are list-
ed in the tabel: compared with the 1974-78 edition of this report this 
represents the addition of 5 stations - Philippsburg (FRG), Gravelines, 
Dampierre and Tricastin (France) and Dounreay (UK) - and the removal of 
two stations which were shut down in 1976 - Gundremmingen and Lingen (FRG) . 
The total net capacity in 1980 was 32.598 MW; the actual output was 
16.823 MWa of which 62% from PWRs, 22.1% from GCRs, 7.4% from BWRs and 
6. 3% from AGRs. 
(*) Only stations with an output greater than 50 MWe are considered. 
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1.2.2 Gaseous Effluents 
Gaseous effluents, discharged from nuclear power stations, may contain 
small amounts of fission and activation products produced in the reactor, 
i.e. noble gases such as krypton and xenon isotopes and arqon-41, radio-
active halogens and particulates, tritium and carbon-14. 
Tables II to VI contain data on the discharges and limits for noble gases, 
tritium, radioactive aerosols and iodine-131. For halogens, only iodine-131 
discharges are given, this being the most important isotope from an environ-
mental point of view. 
It should be noted that in the U.K. the gaseous discharge authorizations 
still rely on citing the use of the best practicable means to minimize 
discharges and do not quantify limits. 
1.2.2.1 Noble gases 
Noble gas discharge by NPSs and the corresponding authorized annual release 
limits are given in Table II. Table III shows the radionuclide composition 
of the noble gas releases during 1980. GCRs and AGRs discharge mainly 
argon-41. Their discharge of fission gases is neqliqable, as defective fuel 
elements can be removed from the reactor on-load. 
The argon-41 from British maqnox stations is not monitored systematically 
as it is proportional to the power level; the annual discharges given in 
Table II were obtained from a limited ·number of measurements with adjust-
ments for average load factors. 
In LWRs the noble gas discharge consists mainly of the fission gases 
krypton and xenon; its isotopic composition, however, varies from plant 
to plant and depends mainly on the hold-up time of the gases prior to 
discharge. 
From Table XI it can be seen how th~ annual discharges of noble gases, 
normalized to ne electrical output, varied over the 5-year period covered 
by this report: 
- for PWRs from 0.18 to 39.8 Ci/MWa, with an average value of 2.86 Ci/MWa, 
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- for BWRs, equipped with a charcoal delay system, from 1.14 to 28.6 Ci/MWa 
with an average value of 7.07 Ci/MWa, 
- for AGRs from 6.57 to 19.2 with an average value of 11.0 Ci/MWa, 
-for the FBR, Phenix, from 0.70 to 3.77 Ci/MWa with an average value of 
1.70 Ci/MWa. 
This table also demonstrates the extent to which older BWRs, such as 
Garigliano, which are not equipped with a charcoal delay bed in the off-
gas system, have considerably higher fission gas discharges (up to 1800 
Ci/MWa) than these fitted with such a system. 
Figure 1 shows how for PWRs and BWRs (equipped with a charcoal delay 
system) the normalized annual discharges have evolved from 1970 to 1980. 
It can be observed that for PWRs there has been a steady decrease since 
1972 to about 2 Ci/MWa in 1980. 
For BWRs there is a similar overall trend, but, partly because there are 
only a limited number of stations of this type in operation, there are 
large statistical variations. 
1.2.2.2 Tritium 
The tritium present in gaseous effluents is not measured systematically 
in all power stations and only few stations have a specific discharge 
limit imposed. Table IV shows the available data from which it appears 
that the amount of tritium discharged by the light water reactors and the 
gas-cooled reactors amounts only to a few tens of curies per year. The 
discharge from the heavy water stations, namely MZFR, Monts d'Arree and 
Winfrith, is higher, up to over a thousand curies per year. This tritium 
originates mainly by activation of deuterium in the heavy water and escapes 
from the primary circuit with n2o leakage. 
The normalized discharge of tritium to atmosphere, averaged over the 
stations and years for which data are available, amounts to 0.05 Ci/MWa 
for both PWRs and BWRs. For the AGR, Hunterston B it was 0.21 Ci/MWa. 
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1.2.2.3 Radioactive aerosols 
Table V gives the discharges of radioactive aerosols from NPSs together 
with the annual discharqe limits. The aerosol activity referred to qeneral-
ly approximates to those nuclides with half-lives 1 week. 
Aerosol release levels were in qeneral extremely low for all types of power 
plants. The normalized discharqe, averaged over the 5 year-period 1976 to 
-5 -5 19801 is 4.5 x 10 Ci/MWa for PWRs, 3.5 x 10 Ci/MWa for GCRs and 
1.2 x 10-4 Ci/MWa ~or BWRs. Fiqure 2 qives the normalized annual discharges 
for each of these 3 reactor types f:or the period 1970 to 1980. 
The two AGRs, Hunterston B and HinlGley Point B, had from 1976 to 1980 a 
-5: 
normalized discharge of 9.3 x 10 Ci/MNa. 
The radioactivity of the aerosols may have two different origins, activ-
ation or fission. The following tables show for 1980 the nuclide composit-
ion (%) of the beta-gaDma activity ~asured at the German and Italian NPSs, 
the only stations for which detailed data have been received. 
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Radionuclide composition (%) of beta-gamma emitting aerosols (1980) 
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- - - -
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- - - -
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0.03 3x1o-3 '0.05 0.02 
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~.~ 
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3.8 
-
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Cr-51 23.9 
Mn-5~ 15.2 1.5 
Fe-59 2.5 
Co-58 2.8 7.6 
Co-60 33.8 5~.6 ~.5 ~.2 
Zn-65 3.7 
Sr-89 12.1 
Sr-90 18.~ 
Zr-95 ~.o (a) 1.8 
Ru-106 6. 7 
Ag-110. 10.~ 
Sb-12~ 3.2 1.0 
Cs-13~ 6.6 7. 7 0.7 
Cs-13f 4.9 
Cs-131 21.3 38.8 H.2 0.9 
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(a) • lb-95 (b) Data for 1979 (c) .lst.slx 1011ths of 1980 only 
It appears that the nuclides most commonly found at significant levels are 
the activation products Cr-51, Mn-54, Co-58, co-60, Zn-65 and the fission 
products Cs-134 and Cs-137. 
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Routine measurement of the nuclide composition of the alpha-emitting 
aerosols started in Germany in 1980. The following table presents the 
results (% compositions). 
Radionuclide composition (%) of alpha-emitting aerosols 
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Pu-238 80.3 
- - -
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Pu-239 
-
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- -
29.1 10.1 
-
Pu-240 
- - - -
29.1 
- -
Al-2~1 
-
3.9 
-
11.6 
- -
C.-2~2 5.9 ~5.2 
-
100 1000 7.8 7.3 -
Ca-2~~ 13.8 5.1 
- -
10.7 1.5 
-
Others 
-
~5.2 
- - -
78.8 -
Total (Ct) ~ 9.0x10-6 -8 -8 ~. -6 -8 -6 -6 1. 9x10 
-
2.3x10 5. 7x10 .2x10 1.8x10 ~.lxlO ~.8x10 -
The normalized discharge of alpha emitting aerosols from the above stations 
-9 -8 
amounts to 2.8 x 10 Ci/MWa for PWRs and 1.3 x 10 Ci/MWa for BWRs. 
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1.2.2.4 Sulphur-35 
Gaseous effluents from GCRs and AGRS contain relatively large quantities 
of sulphur-35 probably in the form of carbonyl sulphide (COS) • This radio-
nuclide originates mainly from activation of sulphur and chlorine impuri-
ties present in the graphite moderator. The available discharge data are 
given below. 
Sulphur-35 discharge to atmosphere (Ci/year) 
Facility 1976 1977 1978 1979 1980 
GCRs 
--
Hunterston A 1.96 2.9 2.7 
Trawsfynydd 4.2 
Oldbury 1.4 0.46 0.76 2.3 2.5 
Wylfa 2.4 5.5 4.7 5.0 4.2 
AGRs 
--
Hunterston B 8.7 5.7 10.5 
Hinkley Point B 2.2 5.7 5.6 3.2 2.6 
Trawsfynydd, Oldb~ and Wylfa discharges are spcific to conditioning of 
the reactor gas circuit. 
Normalized to Ci/MWa gives for GCRs a value of 7.5 x 10-3 Ci/MWa and for 
AGRs 1.8 X 10-2 Ci/MWa. 
1.2.2.5 Iodine-131 
Table VI lists the iodine-131 releases to atmosphere and the annual dis-
charge limits. It can be seen that the discharge levels were very low. The 
normalized release, averaged over the 5-year period considered in the 
-5 -4 
report, is 1.3 x 10 Ci/MWa for PWRs and 1.0 x 10 Ci/MWa for BWRs. 
Figure 3 gives the normalized annual iodine-131 discharges from PWRs and 
BWRs from 1970 to 1980. 
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Few data are available on iodine-131 discharges from GCRs; since failed 
fuel can be removed from GCRs on load, the British stations do not measure 
iodine-131 routinely; for the French stations the available data, for 
aerosols and gaseous halogens, do not distinguish iodine-131 alone. Thus 
the only data available are for Latina for which the normalized discharge 
is 2.0 x 10-7 Ci/MWa for the 5-year period. 
At the Hinkley Point B AGR, iodine-131 is measured routinely. The data 
available show that from 1977 to 1980 the normalized discharge was less 
than 4.1 x 10-S Ci/MWa. 
1.2.2.6 Carbon-14 
Carbon-14 discharge data are only available for German nuclear power plants; 
they are summarized below (2) . 
Carbon-14 discharges to atmosphere (Ci/year) 
Facility 1978 1979 1980 
C-14(tot) C-14(C02) C-14(tot) C-14(C02) C-14 (tot) C-14(C02) 
PWRs 
--
Obrigheim 0.9 0.5 1.1 0.2 0.6 
Stade 1.2 3.4 1.5 3.2 1.1 
Biblis A 2.1 0.6 
Biblis B 4.4 0.4 
Neckar- I 
westheim 3.9 0.2 4.8 0.6 2.9 I 0.3 
Unterweser 6.7 0.5 1.5 
BWRs 
--
Wurgassen 6.2 4.4 9.5 
Brunsbiittel 4.5 0.2 0.8 
In BWRs more than 95% of the carbon-14 is co2-bound whereas in PWRs the 
co2 fraction ranges from 5% to 56%; the remainder is bound to organic 
compounds. 
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1.2.3 Liquid Effluents 
Table VII gives the gross beta-gamma activities, exclusive of tritium, 
released in liquLa effluent together with the corresponding annual dis-
charge limits; Table VIII gives the nuclide analyses for 1980. Table IX 
lists tritium discharges. 
1.2.3.1 Beta-gamma activity other than tritium 
Table VII shows that activity discharged annually from PWRs and BWRs has 
generally decreased over the period covered by the report. This tendency 
can also be seen from Figure 4, which gives the normalized discharges 
from 1970 to 1980. 
Table XII gives for each station the normalized annual discharges over the 
5•year period considered: 
- for PWRs it varies from 2.2 x 10-6 to 8.6 x 10-2 Ci/MWa with an average 
value of 5.5 x 10-3 Ci/MWa; 
- for BWRs from 6 x 10-5 to 8.1 x 10-2 Ci/MWa with an average value of 
2.5 X 10-3 Ci/MWa; 
-4 
- for GCRs from 6.1 x 10 to 4.6 Ci/MWa with an average value of 
1.5 x 10-l Ci/MWa (1.1 x 10-2 Ci/MWa for continental GCRs). 
The higher activity discharges in liquid effluents from the British GCRs 
than from most continental stations frequently originate from the spent-
fuel storage ponds as a result of corrosion damage to fuel stored for 
prolonged periods. 
The normalized discharge from 1976 to 1980 from the AGRs Hunterston B and 
-2 -2 Hinkley Point B was 1.1 x 10 Ci/MWa, plus 2.3 x 10 Ci/MWa for 
sulphur-35. 
Phenix liquid effluent discharge data are not available as the effluent 
from this plant is transferred to the Nuclear Centre of Marcoule for 
decontamination and discharged to the Rh6ne together with the other 
effluents from the centre (see Tables XVII to XXII). 
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Table VIII gives the radionuclide composition of liquid effluents (exclud-
ing tritium) discharged from NPSs in 1980. It can be seen that not only 
the amounts but also the composition of the liquid releases vary consider-
ably, even among stations of the same type. 
The table below summarises for PWRs, BWRs and British GCRs, the average 
percentages of the principal radionuclides present in the liquid effluent 
(excluding tritium) • 
The data are for 1980 except for the French PWRs and BWRs for which 1978 
data were the latest available. 
Principal radionuclides present in liquid effluents 
Radionuclide PWR BWR GCR(UK) 
S-35 - - 15.9 
Cr-51 5.9 6.0 -
Mn-54 2.0 9.6 -
Co-58 20.6 13.1 -
Co-60 33.7 25.1 0.3 
Zn-65 - 5.6 -
sr-89 0.3 2.0 0.3 
Sr-90 0.3 0.1 6.6 
I-131 2.0 0.8 -
Cs-134 5.6 15.8 9.0 
Cs-137 15.4 22.2 46.1 
Ce-144 1.4 0.5 1.4 
Total 87.2 99.0 79.6 
On average over 75% of the activity from LWRs was radioactive cobalt and 
caesium. For the GCRs (UK) caesium gave 55%. 
As regards the nuclide composition of AGR liquid effluents, Table VIII 
shows that sulphur-35 predominated in 1980. From Table VII there appears 
to have been a sharp increase of sulphur-35 discharged in 1980 in both 
cases. At Hinkley Point B, however, this was associated with a revised 
analytical method, since the previous method had been found to significant-
ly underestimate sulphur-35, although total radioactivity measurements 
were correct (3) • 
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1.2.3.2 Alpha activity 
The following table gives the available data on annual discharges of alpha 
activity in liquid effluents. 
Alpha activity discharges in liquid effluents (Ci/Year) 
Factltty 1976 1977 1978 1979 1980 
PIIRs 
-
O,rlghel• ~1x1o·4 2x1o·5 -4 5.8x10 -4 ~6.0x10 S.lxl0-5 
Stade 9x1o·5 -5 1.4x10 -4-3.6x10 -5 1.8110 
Blblls A 2x1f5 -5 1.1x10 Jxlo5 1.0110-5 
Blblts B -5 5.1110-5 1.3x10 
-
Ntckarvesthel• 2x1o·5 -5 -5 
-
5.8x10 ~8. h10 
-4 
-5 U•terweser n.a. n.a. 
-
<3.8x10 <:4.9x10 
BWRs 
-
IIUrgassen 4-x1o·5 -4 -5 
-
1.0x10 7.3x10 
Brunsbutte1 S.Ox1o·5 -5 5.8xl0 -5 4.6110 -5 1.5x10 
lsar 4x1f5 -4- -5 -4 n.a. 3.3x10 4-.3x10 3.8x10 
Phi11ppsburg -it-n.a. n.a. n.a. 
-
1.2x10 
Caorso (a) n.a. n.a. 1.9xlo·3 ~ 1.2x10 -3 1. 9x10 
IJ:Rs 
-
latlna (a) -4 lx10-4- 2x1o·5 2.8x10 
- -
Chape1cross -2 3. 7x10 -2 1.4x10 3x1o·1 6xl0-1 3xlf2 
Bradwe11 -2 6.5x10 -1 1.3x10 -1 1.1x10 -1 1.3x10 -1 2.0x10~' 
Berke1ey i.o'l :.2 1'5.6x10 -2 <:7.4x10 -2 £ 1.6x10 -2 <2.3x10 -2 < 2.8x10 
Hunterston A -1 3. 7x10 
Travsfynydd -2 -2 -3 -2 6.8x10 5.3x10 ~3.2x10 2.8x10 
Hlnk1ey Point A -1 -1 -1 -l -l 2.8x10 5.8x10 2.2x10 1.2x10 2.8x10 
Dungeness A -2 -2 -2 -2 -2 !<2.3x10 (2.3x10 <:1.9x10 <: 1.5x10 <:.1.2x10 
Stzeve11 A v -2 -2 -2 -2 -2 ~1.5x10 <:.2.2x10 (.1.2x10 <:1.9x10 < 2.6x10 
Oldbury S.Oxlo·2 -2 -1 3.8x1o·2 -2 6.6x10 1.5x10 3.8x10 
lly1fa -3 <'. 9. 3x1 o·3 -2 -3 < 9.0x1o·4 6.5x10 < 1.3x10 <S.hlO 
AGRs 
-
Hunterston B -2 (.2.2x10 
Hlnkley Point B -3 1. 9x10 
(a) Pu-239 equtva1eAt 
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The normalized discharges of alpha activity from the above stations over 
the years for which data are available amounts to 2.6 x lo-7 Ci/MWa for 
PWRs, 2.0 x 10-6 Ci/MWa for BWRs, 3.4 x lo-4 Ci/MWa for GCRs and 2.2 x 10-5 
Ci/MWa for the two AGRs. 
1.2.3.3 Tritium 
Annual tritium discharges and discharge limits are given in Table IX. They 
show relatively high releases for: 
- the PWRs, Chooz and Trino, 
- the AGRs, Hunterston B and Hinkley Point B, 
- the heavy water moderated reactors MZFR and Winfrith. 
The higher discharge from the PWRs, Chooz and Trino and from the AGRs is 
mainly due to the fact that these plants utilize fuel with stainless steel 
cladding through which tritium, formed by ternary fission, diffuses easily. 
Tritium releases from the other PWRs, all with zircaloy clad fuel, are 
much lower but tend to remain higher than those from BWRs; this is because 
of the neutron reaction with the boric acid (chemical shim) used in PWRs. 
Another important source of tritium for AGRs (and also for GCRs) is the 
activation of lithium present in the graphite moderator as an impurity. 
This source, however, decreases over time as the lithium-6 disappears. The 
tritium thus produced in the graphite exchanges readily with hydrogen in 
water vapour and is removed from the reactor coolant gas by the humidriers; 
the rate of discharge from such reactors is in fact governed by the avail-
ability of moisture in the gaseous coolant. 
The tritium discharges from MZFR and Winfrith originate mainly by activ-
ation of deuterium in the heavy water. 
Figure 5 gives the normalized annual tritium discharges for PWRs, BWRs 
and GCRs for the period 1970 to 1980. For the period 1976 to 1980 the 
normalized values may be summarized as follows: 
- for PWRs with zircaloy clad fuel from 2.5 x lo-3 to 1.0 Ci/MWa in any 
one year with an average of 0.47 Ci/MWa, 
- for PWRs with stainless steel clad fuel, Chooz and Trino, from 4.3 to 
14.5 Ci/MWa with an average of 10.0 Ci/MWa, 
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- for BWRs from 2.5 x 10-3 to 1 Ci/MWa with an average of 0.11 Ci/MWa, 
- for GCRs from 6.8 x 10-3 to 4.8 Ci/MWa with an average of 0.39 Ci/MWa, 
- for AGRs from 1.8 x 10-2 to 9.3 Ci/MWa with an average of 6.2 Ci/MWa. 
1.2.3.4 Carbon-14 
The table below gives carbon-14 discharges with liquid effluents as measur-
ed at some German LWRs (4). Carbon-14 is essentially present as dissolved 
co2 • The differences in discharges between stations could be due to 
different operating conditions of the evaporators (4) • 
Comparaison of this table with the one on carbon-14 discharges to atmos-
phere in 1. 2. 2. 6 above shows that in most LWRs more than 99\ of the 
carbon-14 goes to atmosphere. 
Carbon-14 discharges in liquid effluents (Ci/year) 
Facility 1977 1978 1979 1980 
PWRs 
--
Obrigheim 1.6 X 10 -2 4.3 X 10 -2 4.2 X 10 -2 
Stade 7 X 10-3 4 X 10-3 2.6 X 10-2 6 X 10-3 
Neckarwestheim 1 X 10-3 7 X 10-4 7 X 10-4 
BWRs 
--
Wiirgassen 1 X 10-3 1 X lo-3 6 X 10-4 
Brunsbiittel 4 X 10-2 6.7 X 10-2 2.3 X lo-2 3 X 10-3 
Isar 6 X l0-3 5 X 10-3 4 X l0-3 
Philippsburg n.a. n.a. 1.7 X 10-2 2.6 X 10-2 
- 15 -
1.3. NUCLEAR FUEL REPROCESSING PLANTS 
1.3.1 Plant Characteristics and Data Sources 
Table XII gives general information on the five operational nuclear fuel 
reprocessing plants in the European Community. 
Reprocessing of LWR fuel at La Hague has increased steadily since first 
undertaken in 1976 and is now appreciably more important than the through-
put of GCR fuel as measured in terms of electricity produced at the power 
station- see Section 1.3.2.1. Indeed1 GCR fuel reprocessing has reduced 
since 1978 with the progressive transfer of such work to Marcoule (6) . In 
fact, the throughput at Marcoule, again in electrical terms, has increased 
even faster than the transfer would suggest, rising by a factor of 6 from 
1976 to 1980 to approach the throughputs of La Hague and Sellafield. A 
small amount of FBR fuel is also processed at both Marcoule and La Hague. 
Sellafield, processing only GCR fue~ still has marginally the largest 
throughput, although appreciably lower than in 1975-76. 
WAK throughput has reduced since 1977 in electrical terms but this is 
largely explained by the processing of HWR and PHWR fuel at low burn-ups 
relative to those which would normally be associated with LWR fuel (g). 
Dounreay processes MTR fuel and in addition the former plant for reprocess-
ing metallic FBR fuel has been rebuilt and started handling oxide FBR fuel 
in 1980 (7) • 
The discharge data in Tables XIII to XXII are drawn mainly from the follow-
ing sources: 
U.K.: 
FRG: 
France: 
reports prepared annually by the Department of the Environ-
ment entitled, "Annual Survey of Radioactive Discharges in 
Great Britain {year]"; 
annual reports published by the Kernforschungszentrum Karlsruhe 
entitled, "Jahresbericht {yearJ der Hauptabteilung Sicherheit"; 
information supplied direct to the Commission by the competent 
French authorities. 
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Where additional sources have been drawn on, the references are cited in 
the text. 
1.3.2 Gaseous Effluents 
The discharge data for krypton-SS, radioactive aerosols and tritium are 
given in Tables XIII to XVI. Additional information is given, to the extent 
available, in the text below. 
1.3.2.1 Krypton-SS 
Because of the relatively short half-lives of the other radioactive noble 
gases, krypton-SS completely dominates radioactive noble gas releases from 
irradiated fuel reprocessing. The discharge data are given in Table XIII. 
Since effectively all of the krypton-SS is released during reprocessing the 
data also provide a measure of the thermal power generated from the fuel 
in the reactor and hence of the electricity produced. In the absence of 
fuel burn-up data, this in turn allows other releases from reprocessing 
to be normalized to the corresponding electrical yields. Such normalized 
values are relevant to consiperation of the nuclear fuel cycle as a whole. 
Previous reports in the present series have relied entirely on krypton-SS 
discharges to calculate the "equivalent electrical throughput" (EET) of 
the plants. For this purpose two parameters are required, the krypton yield 
per unit thermal power and the power station efficiency (site electrical 
output/reactor thermal power) in the present case PWRs and BWRs may be 
grouped together under the heading LWRs. Based on a brief literature review 
the following values are proposed: 
Fuel Krypton-SS 
type yield* 
(MCi/GW ( th) a) 
GCR o.oss 
LWR 0.09S 
* 2 year cooling period 
** taken from data in (1) 
Power station 
efficiency** 
(E) 
0.26 
0.32 
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For Marcoule and Sellafield the above values have been used to calculate 
the EETs. Since there are no krypton-SS data for Dounreay (except for 
1980) the calculations could not be carried out; in any case the fuel was 
exclusively from MTR and FBR reactors. 
Recently, however, data have been published for La Hague (8) and WAK (9) 
giving thermal burn-up values for the fuel processed. Relating the WAK data 
to the krypton discharges allow a krypton yield for LWR fuel to be calculat-
ed which is found to be in good agreement with the above. However, the 
corresponding calculation for La Hague gives krypton yields which are on 
average a factor of two higher for GCR fuel and over thirty percent 
lower for LWR fuel. (Further details are given in the Appendix.) 
Since the WAK burn-up data cannot readily be transformed to throughput per 
calendar year, the EET values have been derived using the krypton yield 
in the table above. The La Hague EETs, however, have been calculated using 
the burn-up data; the krypton yields taken from the literature would have 
increased the total EET (1976-80) by about 45%. 
The results of the calculations are summarized below: 
EqUivalent electrical throughputs 
( { wo.-) 
Plant 1976 1977 1978 1979 1980 
GCR fuel 
La Hague 0.43 0. 74 0.88 0.61 0.60 
Marcoule 0.28 0.36 0.94 0.86 1.64 
Se11afield 3.67 2.45 2.14 2.88 2.54 
Totals 4.4 3.7 3.9 4.4 4.8 
LWR fuel 
La Hague 0.16 0.36 o. 74 1.15 1.57 
WAK 0.29 0.39 0.11 0.17 0.11 
Totals 0.45 0.75 0.85 1.3 1.7 
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1.3.2.2 Radioactive aerosols 
Alpha-active aerosols 
As noted in Table XIV no data have been received in respect of discharges 
from La Hague and Marcoule for 1979-80; the La Hague values rose by three 
orders of maqnitude in 1976-78 but were at that time still the lowest of 
the five plants. Discharges from Dounreay have risen to equal those of 
Sellafield in 1980 but work other than reprocessing may have contributed 
siqnificantly. Sellafield discharges have fallen slightly and WAK dis-
charges have been reduced by an order of maqnitude since 1978. 
Since 1978 both WAK and Sellafield have been making more detailed analyses 
of alpha-active particulate discharges. The available data are summarized 
below: 
Actinides discharged to atmosphere, 1980 (mci) 
Plutonium alpha 
Site and Am-241 Gross 
Pu-239 + alpha Year Pu-238 + Cm-242 
Pu-240 
WAK: 
1978 0.33 0.75 4.64 
1979 0.25 0.46 0.85 
1980 0.096 0.12 0.44 
Sellafield: 
1978 24 3.4 36 
1979 27 2.9 
1980 12 3.2 
The Pu-238/(Pu-239 + Pu-240) ratio is strongly dependent on burn-up. For 
PWR fuel at 35 GW(th)d/t the ratio has been calculated to be about 2.5 (10). 
Whereas the WAK ratio appears to be consistently less than unity, the 
monthly values show that this is because processing of relatively low 
burn-up HWR and PHWR fuel dominated the period concerned (9) • PWR fuel at 
about 30 GW (th) d/t gave a ratio of about 2 .0 (on limited data) and for BWR 
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fuel at 17 GW(th)d/t the value was about 1.6. Sellafield liquid effluent 
data (section 1.3.3.1) for 1978-80 gives an average ratio of 0.30 (range 
0.27-0.34) a value which would correspond to a burn-up of 5 EW(th)d/t for 
GCR fuel (10) • 
Since plutonium-242 can be expected to contribute less than 1%, the sum 
of the isotopes 238, 239 and 240 will effectively yield the total plutonium 
alpha activity. Inspection of the WAK monthly data shows that this varied 
from 0.04 to 1.25 times gross alpha activity measurements during operation-
al campaigns. The very low value is associated with relatively high gross 
alpha readings in early 1978 when over 4 mCi were recorded in a three month 
period. Since mid-1978 operational values of the ratio Pu-«/Gross~ have 
been in the range 0.5 to 1.25 with the majority of values in the range 0.7 
to 0.9. The sole value available for Sellafield is 0.8 for 1978. 
Based on the EET values calculated previously the normalized discharges 
were: 
Sellafield 1.2 X 10-2 Ci/GWa 
WAK 1.1 X 10-2 Ci/GWa 
1976-80 
Marcoule 9.6 X 10-5 Ci/GWa 
La Hague 9.9 X 10-6 Ci/GWa 
1976-78 
Beta-active aerosols 
The data are presented in Table XV. It should be noted that from 1978 
onwards the Sellafield values correspond to the sums of seven specific-
nuclide activities (see below) rather than total beta. The Dounreay values 
cover the same nuclides with the addition of antimony-125. 
While the values for La Hague and Sellafield are reasonably self-consistent, 
Marcoule has shown considerable swings and WAK has dropped steadily since 
1977. 
Low-energy beta emitters such as technetium-99 and plutonium-241 are un-
likely to have been detected by total beta methods. However, for WAK, 
plutonium-241 is stated to have been at most 10% of the total beta values 
recorded in 1979 and 1980. For Sellafield, liquid effluent data show 
plutonium-241 activity is consistently some thirty times plutonium-alpha 
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activity; assuminq the same relationship for aerosol discharqes would imply 
annual releases of about half a curie of plutonium-241. 
The Sellafield nuclide specific data are summarized below. 
Sellafield discharges to atmosphere (Ci) 
Nuclide 
1976 1977 1978 1979 1980 
Sr-90 0.36 l.l 1.3 0.24 0.49 
Zr/Nb-95 0.24 0.18 0.12 
Ru-106 0.21 0.094 0.35 
Cs-134 0.72 0.67 0.98 
cs-137 l.l 6.3 6.5 6.4 12.1 
Ce-144 0.088 0.10 0.04 
The caesium and strontium discharges are largely from a maqnox storaqe silo 
whereas the increase in ruthenium-lOG in 1980 was associated with a buildinq 
vent. (Additional equipment was introduced in 1981 for both of these dis-
charge points resulting in a substantial reduction in discharges (ll)). 
For WAK nuclide-specific aerosol data are limited to strontium-90 measure-
ments from 1977 onwards; annual discharges for the years 1977-80 were 
0.02, 0.0067, 0.0043, and 0.0029 Ci respectively, being of the order of 
10% of the total beta values. 
The Dounreay data for the period 1978-80 are as follows (12): 
Dounreay discharges 
to atmosphere (Ci) 
Nuclide 
1978 1979 1980 
Sr-90 0.04 0.057 0.26 
Zr/Nb-95 (0.001 - -
Ru-106 (0.006 0.017 0.15 
Sb-125 - - 0.042 
Cs-134 - - 0.034 
Cs-137 0.11 0.08 0.40 
r 
t 
ce-144 <0.006 0.093 0.48 
- 21 -
Values in previous years were below the limit of detection. It should be 
borne in mind that reprocessing in 1978 and 1979 at Dounreay was almost 
exclusively of MTR fuel; PFR fuel reprocessing began in 1980. 
No nuclide specific data are available for La Hague and Marcoule. 
Normalized to the EET values,the discharges for the four main plants over 
the period 1976-80 averaged: 
Sellafield 3.3 Ci/GWa 
WAK 5.7 X 10-l Ci/GWa 
Marcoule 1.9 X 10-2 Ci/GWa 
La Hague 3.9 X lo-3 Ci/GWa 
1.3.2.3 Tritium 
The available data are given in Table XVI. Normalized to the EET values 
the 1976-80 averages are: 
Sellafield 3.0 X 103 Ci/GWa 
Marcoule 1.5 X 103 Ci/GWa 
WAK 6.2 X 102 Ci/GWa 
La Hague 1.3 X 102 Ci/GWa 
The Sellafield normalized values are relatively stable from year to year 
but considerable variations are found at other plants; the most extreme 
case is Marcoule where the range is from 0.20 x 103 (1977) to 2.2 x 103 
(1979) Ci/GWa representing some l% to 10% of the theoretical tritium 
content for GCR fuel. 
1.3.2.4 Radioactive Iodine 
The iodine-131 discharge data available are as follows: 
Iodine-131 to atmosphere (Ci) 
Facility 1976 1977 1978 1979 1980 
La Hague 0.34 0.019 0.026 0.91* 0.48* 
Marcoule 1.32 0.61 1.1 0.012* 0.022* 
Dounreay: org. (0.058 <0.036 <0.036 <0.036 <0.036 
inorg. (0.052 (0.036 <0.036 <0.036 <0.036 
Sellafield 0.076 0.07 0.4 0.82 0.03 
* Halogens 
- 22 -
The eight day half life of iodine-131 means that the total release can be 
dominated by that from a small fraction of the fuel throughput which is 
processed at a relatively short cooling time. The 1978 and 1979 Sellafield 
discharges are significantly higher than in other years, that for 1978 has 
been specifically attributed to a batch of short-cooled fuel (13). Fuel 
equivalent to a GWa of electricity would contain less than a microcurie 
·after one year's decay but at six months the value is a factor of 108 
higher. 
Since 1979 the two French sites have reported only the halogens which will 
include iodine-129. Prior to 1980 WAK published only iodine-129 and weight-
ed total iodine values which can be almost entirely accounted for by 
iodine-129. The 1980 release of iodine-131 was 9 mCi. 
Dounreay is the only site which attempts to measure organic and inorganic 
components separately but the individual sample results are rarely above 
the limit of detection. 
Iodine-129 data is available only for Sellafield and ~; the recorded 
discharges were as follows: 
Iodine-129 to atmosphere (Ci) 
Facility 1976 1977 1978 1979 1980 
WAK 3.oxlo-3 2.2xl0 -3 4.7xl0 -3 2.0Xlo-3 2.2xlo-3 
Sellafield 0.22 0.16 0.07 0.15 0.40 
Experimental work at WAK from November 1975 to August 1977 gave the in-
organic/organic ratio as 3:1 on average, with only 2% as aerosols, but the 
individual measurements give a wide range of values (14). 
The rise in the 1980 Sellafield value is attributed to a particular cell-
ventilation exercise (7). 
Normalized to electrical output over 1976-80 the results give: 
Sellafield 
WAK 
7.3 X 10-2 Ci/GWa 
1.3 X 10-2 Ci/GWa 
The fuel content would be some 1 to 2 Ci/GWa. 
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1.3.2.5 Carbon-14 
Discharge data have been reported for Sellafield where routine measurements 
began in 1978. Releases in 1978, 1979 and 1980 were respectively 112, 94 
and 110 Ci. The normalized discharge rate is, therefore, for 
Sellafield 42 Ci/GWa (1978-80) 
with a range of some ~ 25% in the individual years. The average value is 
equivalent to some 50% of the theoretical fuel content (GCR fuel) • 
In addition a 1980 result of 1.73 Ci has been reported for WAK giving a 
normalized rate of 
WAK 16 Ci/GWa (1980). 
This is in reasonable agreement with earlier experimental work at WAK 
which suggested a value of about 12 Ci/GWa (15) . While this work measured 
only the carbon dioxide form, subsequent work established that some 99.9% 
of the carbon-14 is discharged in this form (16). Assuming a fuel content 
of 18 Ci/GWa, a value which is not well established, discharges would 
appear to be in the range 70-90% of the fuel content. 
1.3.3 Liquid Effluents 
Tables XVII to XXII give the liquid effluent discharges of alpha activity, 
beta activity (excluding tritium) and the individual nuclides tritium, 
strontium-90, ruthenium-106 and caesium-137. 
For La Hague and Sellafield it can be assumed that the discharges effect-
ively reflect reprocessing or directly related operations. The WAK dis-
charges on the other hand would be more correctly referred to as the 
Karlsruhe discharges, since other installations on the site contributed 
anything from a fifth to two thirds of the effluent treatment plant input 
and must have significantly influenced the discharges, particularly as 
regards individual nuclides. At Marcoule and Dounreay the situation 
probably lies somewhere between these two extremes. 
1.3.3.1 Alpha activity 
Table XVII gives the annual discharges in terms of gross alpha activity. 
Almost all of the WAK samples have been at or below the limit of detection 
(currently 10 mCi/m3) and have been deemed to have zero activity. However, 
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even if the samples had been at the limit of detection in every such case, 
site discharges would only have amounted to same 5 mCi/a. 
Liquid effluents are discharged in batches and the timing of the releases 
may displace effluents from a given reprocessing run into the subsequent 
year. Thus the apparent drop in Sellafield discharges in 1977 and the 
subsequent rise in 1978 to above the earlier 1976 level resulted from the 
timing of discharges (17). For such reasons the changes in the data from 
year to year are not necessarily of significance. Nevertheless, it would 
appear that, while there was no clear upward trend in La Hague discharges 
despite the increased EET1 Marcoule discharges have risen in response to 
the increasing throughput at that site. The reduction in Sellafield dis-
charges in 1980 was associated with improvements to the effluent treatment 
system. WAK annual contributions of alpha activity to the site effluent 
treatment plant varied between 65% in 1976 and 23% in 1980: the discharges 
from the treatment plant will not necessarily have contained the same 
proportions. 
No data on discharges of individual alpha-emitting nuclides are available 
for Marcoule and Dounreay. For La Hague data on plutonium-238/239 for the 
years 1966-77 have been published in the open literature (18). At Karlsruhe 
both plutonium-238 and plutonium-239/240 measurements are recorded, the 
limit of detection in each case is 20 pCi/m3, substantially lower than for 
gross alpha activity, and hence the nuclide concentrations in the bulked 
samples for 1973-80 (9) could be measured. In 1978 the Sellafield analytic-
al programme was expanded from plutonium-238/239/240 and americium-241 to 
yield a comprehensive nuclide breakdown. 
The available data for 1976-80 are summarized in the table below. 
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Liquid effluent discharges of individual alpha emitters (Ci) 
Site Nuclide 1976 1977 1978 1979 1980 
La Hague Pu-238 
4.23 6.46 
Pu-239 
WAK Pu-238 5xlo-4 2xlo-4 5xl0 -5 1.2xl0 -4 9.62xl0 -4 
Pu-239 
2xlo-4 2xlo-4 7xlo-5 -4 -3 1.4xl0 9.25xl0 
Pu-240 
Sellafield Np-237 16 9 8 
Pu-238 334 323 186 
Pu-239 1266 981 
1233 1012 550 
Pu-240 
Am-241 323 99 214 212 223 
Cm-242 15 10 9 
Cm-243 
9 4 5 
Cm-244 
For La Hague the sums of the given plutonium nuclides in 1976-77 corres-
ponds to less than 40% of the gross alpha discharges. For Sellafield for 
the same period it represents over 80%, while the more complete analyses 
for 1978-80 give over 95% of the gross alpha values. It can be observed 
that the reduction in 1980 in gross alpha discharges was due entirely to 
a reduction in plutonium. 
For the three principal plants, normalizing the discharges to the EET 
values over the period 1976-80, gives 
Sellafield 
La Hague 
Marcoule 
540 Ci/GWa 
10 Ci/GWa 
1 Ci/GWa 
- 26 -
WAK, allowing for the attribution of zero values to samples at or below 
background and the contributions from other installations to the site dis-
-2 -3 
charges, is probably around the lower end of the range 10 to 10 Ci/GWa. 
1.3.3.2 Beta activity (excluding tritium) 
The discharge data in terms of gross beta activity are given in Table XVIII. 
Taking into account the variations which can occur from year to year due 
to the timing of discharges, the fluctuations are of no particular signi-
ficance except for the reduction of almost a factor of two in Sellafield 
discharges subsequent to 1978. This was associated with improvements to 
the pond water treatment system and an increase in the hold-up times of 
other effluents prior to discharge. 
In terms of beta activity MAK contributed only some 20% of the effluent 
received by the Karlsruhe effluent treatment plant in 1976-78 rising to 
around 50% in 1979-80. 
Data for individual nuclides, other than strontium-90, ruthenium-lOG and 
caesium-137 as given in Tables XIX to XXII, are generally sparse. However, 
comparatively comprehensive nuclide inventories are available for La Hague 
for the years 1970-77 (18) and for Sellafield for the years 1978-80. The 
table below summarizes these data for the period 1976-80. 
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Liquid effluent discharges of individual beta-gamma emitters (Ci) 
La Hague Sellafield 
Nuclide 
1976 1977 1978 1979 1980 
Co-60 5.4 6.0 28 14 21 
Zn-65 0.21 0.6 1 0.6 0.9 
Sr-89 21 73 267 203 318 
Sr-90 1 078 1 965 16 160 6 812 9 506 
Zr-95 92 20 2 210 1 610 1 610 
Nb-95 53 35 3 995 2 651 2 713 
Tc-99 4 839 1 175 1 534 
Ru-103 60 31 231 157 124 
Ru-106 15 004 14 591 21 897 10 615 9 295 
Ag-110m 0. 7 0.6 9 0.9 1.2 
Sb-125 971 1 481 786 374 575 
Cs-134 177 258 10 909 6 363 6 464 
Cs-137 939 1372 110 483 69 255 80 163 
Ce-144 157 135 2 819 2 250 992 
Eu-152 270 99 126 
Eu-154 1 032 52 53 
Eu-155 212 108 113 
Total 18 558 19 968 176 148 101 340 113 609 
Gross 
Beta 19 300 20 689 192 550 109 676 116 391 
The total activities of the individual nuclides shown are consistent with 
the gross activities measured. Exact agreement could not be expected even 
if all nuclides present were accounted for, since the gross beta calibration 
factors are not adjusted for the nuclide spectra involved. Nevertheless, 
it is convenient to express the individual nuclide contributions as a 
percentage of gross activity to demonstrate more clearly their relative 
importance in different cases, even when the gross activity is significant-
ly greater than the sum of the nuclides measured. Reformulating Tables XX 
to XXII in this way gives the following tabulation. 
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Discharges of individual nuclides as percentages of gross beta discharges 
Site 
WAK 
La Hague 
Marcoule 
Dounreay 
Sellafield 
* incl. Sr-89 
* * incl. Ru-103 
Nuclide 1976 
Sr-90 16.6 
Cs-137 13.3 
Ru-106 
Sr-90 5.6 
Cs-137 4.9 
Ru-106 77.7 
Sr-90 1.8 
Cs-137 
Ru-106 86.7 
Sr-90 13.4 
Cs-137 26.7 
Ru-106 2.6 
Sr-90 5.6 
Cs-137 63.2 
Ru-106 11.3 
1977 1978 1979 1980 
22.4* 20.4* 13.5 6.3 
2.3 8.4 4.0 7.8 
9.5 12.8 6.5 
5.8 
6.6 3.6 1.7 
70.6 73.4 74.3 
1.2 2.5 2.6 2.2 
4.1 11.6 12.9 10.1 
95.8** 70.1** 
22.8 19.7 25.2 20.5 
17.1 20.4 27.4 33.6 
3.6 0. 7 3.2 1.2 
6.0 8.4 6.2 8.2 
62.8 57.4 63.1 68.9 
11.4 11.4 9.7 8.0 
It can be seen that whereas ruthenium-106 dominates releases from La Hague 
and Marcoule, caesium-137 (coming from corroded fuel in the storage ponds) 
gives the largest contribution to Sellafield discharges. In all three 
cases these nuclides combine to give some 80% or more of the gross beta 
measurement. For WAK (Karlsruhe site discharges) there are no published 
ruthenium-106 results for later than 1975 but earlier data indicate that 
this only accounted for a few percent and hence the total remains in the 
range 15-30%. The Dounreay values total around 40% for 1976-78 rising to 
55% in 1979-80; taking into account zirconium/niobium-95 and cerium-144 
listed in the original data still leaves over 50% of the gross beta un-
attributed for 1977-78. 
1) 
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Low energy beta-emitters (other than tritium) and nuclides which decay by 
electron capture are not covered by the Sellafield authorisation in that 
the approved method of measuring gross beta is insensitive to such nuclides 
and no specific limits are allocated to these nuclides. Nevertheless, 
routine analyses have been introduced for a number of them as given in the 
table below. (For tritium see section 1.3.3.3.) 
Additional liquid effluent nuclide discharges from Sellafield (Ci) 
Nuclide 1976 1977 1978 1979 1980 
S-35 49 39 28 
Mn-54 6 (.1 .( 1. 7 
Fe-55 63 48 29 
Ni-63 40 4.9 11 
I-129 4 3 2 < 3.3 < 6.5 
Pm-147 2 323 
Pu-241 35 048 26 517 47 928 40 383 19 684 
No liquid effluent data for such nuclides have been identified for the 
other reprocessing plants. 
Finally, normalizing the gross beta activity to the EET values for the 
period 1976-80 gives: 
Sellafield 
La Hague 
Marcoule 
5.8 X 103 
1.7 X 103 
1 0 103 • X 
Ci/GWa 
Ci/GWa 
Ci/GWa 
WAK, allowing for the contributions from other installations to the site 
effluents, discharged appreciably less than 0.1 Ci/GWa. 
- 30 -
1.3.3.3 Tritium 
The discharges are given in Table XIX. In this case the WAK discharges 
are directly attributable to the reprocessing plant and do not include 
contributions from other installations. Normalizing to the EET values 
gives: 
Sellafield 11.1 X 103 Ci/GWa 
WAK 9.2 X 103 Ci/GWa 
La Hague 9.0 X 10 3 Ci/GWa 
Marcoule 8.1 X 10 3 Ci/GWa 
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2. RADIOLOGICAL ASPECTS 
2.1 GENERAL 
This part of the report gives generally conservative estimates of the 
exposure of members of the population as a result of the activities releas-
ed as gaseous and liquid effluents with particular reference to 1980. 
The exposure of man to radioactive gaseous effluents may occur in several 
ways: 
- external irradiation by the plume or deposited activity, 
- internal irradiation by direct uptake of airborne radioactivity, 
- internal irradiation by ingestion of contaminated foodstuffs. 
For liquid radioactive effluents the principal pathways are: 
- external irradiation by water and sediments, 
- internal irradiation by consumption of contaminated drinking water, 
- internal irradiation by consumption of aquatic produce or of farm 
produce contaminated directly or indirectly by irrigation. 
Since the levels of environmental contamination resulting from discharges 
are not usually readily detectable, dose evaluations frequently rely of 
necessity on generalised models used firstly to estimate environmental 
contamination and subsequently the resulting doses to man. In the models 
applied below to obtain dose estimates pessimistic values are often assign-
ed to the parameters involved and hence, in most cases, the results cited 
can be regarded as indicating maximum hypothetical values for the exposure 
of members of the population. 
The factors expressing the dose per unit intake used throughout are in 
accordance with ICRP 30 (19) and the supplements thereto. 
2.2 NUCLEAR POWER STATIONS 
External whole body and skin doses from noble gases and thyroid doses from 
iodine-131 in milk have been calculated for each station - see Table X. 
For other effluents and exposure pathways the evaluations have been limit-
ed to those plants giving the highest discharges to atmosphere or those 
rivers with the highest resulting increases in activity concentrations. 
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2.2.1 Gaseous Effluents 
The doses from gaseous effluents have been calculated at 0.5 km and 5 km 
for external exposure and inhalation and at 5 km only for milk consumption~ 
0.5 km roughly corresponds to the immediate site surroundings and hence to 
a position where members of the general public are hardly ever present, 
whereas 5 km is a measure of the distance at which the group of dwellings 
and/or significant dairy farming closest to the discharge point of a 
nuclear installation is often to be found. 
The following were the main hypotheses used in these calculations: 
- effluent releases were presumed to be continuous and constant in time; 
- the effective height of release was taken as the height of the discharge 
point except for: 
• Tihange and Neckarwestheim, where a correction was made to take account 
of local topography, 
• U.K. AGR/GCRs, for which the effective height was reduced to 30 m to 
take into account building entrainment~ however, the model does not 
allow for the rapid dispersion in the building wake following entrain-
ment; 
- an individual remained out of doors throughout the year at the two points 
considered (lOO% occupancy factor); 
- long-term atmospheric dilution factors (20) were used supposing that the 
wind blew into the same 300 sector for 20% of the time; 
- where the radionuclide composition of noble gases was known (Table III) 
it was taken into account in the dose calculation. For those PWRs and 
BWRs for which the composition was unknown, average dose conversion 
factors were used based respectively on those for PWRs and BWRs with 
known effluent compositions. 
2.2.1.1 External gamma and beta doses 
Table X gives the maximum external radiation doses in 1980 from the radio-
active gases discharged by the NPSs. It shows that at 0.5 km from the 
discharge point of LWRs and continental GCRs whole body gamma doses and 
skin beta doses never exceeded 1 mrem. At 5 km the doses are an order of 
magnitude lower. 
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In the case of those British GCRs for which discharge data are available, 
the annual exposure as calculated at 0.5 km due to argon-41 releases varied 
between 0.2 and 35 mrem; at 5 km the maximum dose was 1.5 mrem. Heap and 
Short ( 3) have indicated that the maximum dose received by a member of 
the public was about 10 mrem. 
The doses from the FBR, Phenix, as shown in Table X, were respectively 
less than 0.01 and 0.001 mrem at 0.5 and 5 km. The AGRs, Hunterston and 
Hinkley Point B, were calculated to have contributed 13% and 5% respective-
ly to the site results given in Table X. 
As regards external irradiation from deposited activity, assuming a con-
stant aerosol discharge rate of 230 mCi per year (the maximum observed in 
1980) consisting of cobalt-GO alone (this being the most potent gamma 
emitter commonly observed in LWR aerosol discharges - see tables on pages 
5 and 6) the gamma dose-rate at equilibrium would be 1 mrem per year at 
0. 5 km and 0.07 mrem at 5 km. 
In practice, since cobalt-GO contributes only a small fraction of the dis-
charges and since environmental losses into the soil have been neglected, 
the dose-rate would be lower, probably by an order of magnitude or more, 
even if the release rate remained constant over the succeeding years. 
2.2.1.2 Internal irradiation by radioactive aerosols 
As for external radiation from aerosol deposition the assessment has been 
restricted to the doses resulting from the maximum ascertained discharge 
during 1980, i.e. 230 mCi. 
Assuming in this case that the discharge was composed entirely of cerium-144, 
which has the highest inhalation dose factor of the nuclides most frequent-
ly observed in aerosol discharges from LWRs (see table on page 5) would 
imply a committed effective dose to an adult of 0.03 mrem at 0.5 km. All 
other annual discharges having been less than 230 mCi, the maximized doses 
for other sites will have been correspondingly lower. 
From the data available the maximum discharge of alpha-activity to atmosphere 
in 1980 was 9 x 10-6 Ci (see table on page 7). Assuming this activity was 
wholely plutonium-239, the committed effective dose at 0.5 km for an adult 
by inhalation would be 2 x 10-3 mrem and the committed bone surface dose 
0.05 mrem. 
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2.2.1.3 Internal irradiation py sulphur-35 
The highest reported discharge of sulphur-35 from the British GCRs and 
AGRs is 10.5 Ci. The critical pathway for uptake of this radionuclide is 
via milk produced by cows grazing contaminated pastures • An annual 
discharge of 10.5 Ci would result in a milk concentration at 5 km of about 
50 pCi/liter, which, according to ICRP 30, would lead to a committed 
effective dose of 0.003 mrem for an adult consuming 0.3 1/d of this milk. 
However, Vennart and Ash (21) give data more directly related to sulphur-35 
in milk which would imply a committed effective dose of 0.02 mrem to the 
adult and 0.1 mrem to the infant consuming o. 7 1/d. 
2.2.1.4 Internal irradiation by iodine-131 
Table X shows, for the 1980 discharges of iodine-131 to atmosphere, the 
calculated maximum doses to the thyroid of an infant drinking milk produced 
at 5 km from the discharge points. These doses were calculated using the 
ICRP-30 dose factors, increased by a factor of ten corresponding to the 
difference in thyroid masses. In no case does the thyroid dose exceed 
1 mrem, corresponding to an effective dose of 0.03 mrem. 
It should be noted that these are maximum hypothetical values, based on 
very conservative assumptions, namely: 
- all iodine discharges are in elemental form, whereas the limited inform-
ation available indicate that in reality a substantial fraction is in 
organic form (22) which has a much lower deposition velocity and would 
therefore give much lower concentrations in locally produced milk; 
- the infant drinks only milk produced at the distance cited. 
For adults the doses would be less than 10% of those indicated for the 
infant. 
2.2.1.5 Exposure to tritium 
Tritium discharged to the atmosphere can be taken up direct by man via 
inhalation and absorption through the skin. 
Discharges from the three heavy water power stations, MZFR, Monts d'Arr~e 
and Winfrith, as given in Table IV, are calculated to have given committed 
effective doses of less than 0.1 mrem at 0.5 km and less than 0.01 mrem at 
5 km. 
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-2 For the other types of power station doses were less than 10 mrem at 
-3 0. 5 km and less than 10 mrem at 5 km. 
To estimate doses due to uptake of tritium through the food chain, refer-
ence has been made to a specific activity model (22) which assumes 50% of 
the food intake to be contaminated at the mean level for the area within 
50 km of the point of intake and the remainder to be uncontaminated. This 
indicates that at 0.5 km and 5 km the food chain contribution is less than 
that from direct uptake. 
2.2.1.6 Exposure to carbon-14 
Carbon-14 discharged to atmosphere can reach man by inhalation of con-
taminated air or ingestion of contaminated foodstuffs. 
The highest annual release of carbon-14 measured at German LWRs amounts 
to 9.5 Ci. 
Use has again been made of a specific activity model (23) , assuming the 
food intake pattern given in Section 2.2.1.5. This indicates that the food 
pathway is predominant; for a stack height of lOO m the committed effective 
dose would not exceed 0.001 mrem at all distances from the discharge point. 
Theoretical estimates of carbon-14 from the UK GCR and AGR stations give 
25 and 50 Ci per year respectively; the above calculated dose would change 
in direct proportion. 
2.2.2 Liquid Effluents 
The highest mean increase in river-water activity concentration in 1980 
due to effluent from a nuclear power station was in the Rhone downstream 
of the Bugey site. Using the radionuclide composition of the effluents 
from the Bugey plant, as given in Table VIII, the maximum committed effect-
ive doses from the above exposure paths have been assessed, taking account 
of local conditions, and the following results obtained: 
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Committed effective doses from liquid effluents (mrem) - Bugey, 1980 
Average 
consumption rates Committed effective dose 
Exposure path (kg/a) (mrem) 
or exposure times 
(h/a) 
Internal exposure 
- drinking water 440 0.1 
- river fish 16 0.2 
- milk (infant) 250 0.02 
- meat 75 0.003 
- crops 313 0.04 
External exposure 
- swimming + boating 8 6 X 10-S 
- exposure on river 
banks 200 0.2 
As regards marine and estuarine sites, U.K. estimates based on environment-
al monitoring (24) show that in 1980 the highest critical-group dose was 
local to Hunterston and was less than 10 mrem. However, the radionuclide 
concentrations in the area were predominantly due to Sellafield discharges. 
The next highest results were less than 2 mrem and were also attributable 
in some part to Sellafield discharges. 
For Trawsfynydd, which discharges into a lake, the dose to the critical 
group was some 10 mrem. 
2. 3 NUCLEAR FUEL REPROCESSING PLANTS 
As regards discharges to atmosphere, those frsm Sellafield are clearly 
higher than those from other plants except in the case of krypton-SS; dis-
charges of the latter from La Hague are closely comparable. Moreover, 
liquid effluent discharges from Sellafield are also significantly higher 
than from other plants except for ruthenium-106, for which discharges from 
La Hague are similar in quantity. The following discussion of the environ-
mental radiological impact is therefore largely confined to Sellafield 
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which has the advantage that a great deal of district survey data have 
been published. A distinction must be drawn, however, between discharges 
to sea and to a river, the latter having a more limited dispersion capacity. 
For this reason the liquid effluent discharges from Marcoule are also 
considered. 
2.3.1 Sellafield 
2.3.1.1 Airborne pathways 
Sellafield releases take place from a number of discharge points at various 
heights, which complicates modelling of the subsequent atmospheric dis-
persion, particularly as regards short distances from the site. However, 
by 1980, the published environmental survey data had been expanded to 
include continuous sampling of airborne particulates at 9 point~ situated 
at up to 11 km from the sit~ in addition to milk sampling from a number of 
local farms (25). With these results available the need for modelling in 
part obviated. 
The airborne particulates have been analysed for strontium-90, caesium-137, 
plutonium alpha emitters and the combination americium-241 plus curium-242. 
Based on the published annual average concentrations the present authors 
have calculated the corresponding 1980 inhalation doses to adults in 
accordance with ICRP 30 and the supplements thereto (19) ; the calculations 
assume a 100% occupancy factor and conservatively attribute the plutonium 
alpha emitters and americium-241/curium-242 to plutonium-238/239 and 
americium-241 respectively. 
It is not clear to what extent the measured concentrations are represent-
ative of the distances to which they relate in terms of the local dispersion 
patterns. Certainly at any given point the reported concentrations of 
individual nuclides do not bear a constant relationship to the site dis-
charges for 1980, presumably reflecting the diversity of the release 
points - their distance from the site perimeter and their ~ffective release 
height, the time pattern of releases as a function of dispersion conditions 
etc •• Also, topographical variations and windrose effects will influence 
the concentrations at individual points at any given distance. However, 
the general pattern of dose as a function of distance, as shown below for 
the points at up to 6 km, is satisfactory, suggesting that the points are 
reasonably representative. 
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Committed effective doses by inhalation (mrem) - Sellafield, 1980 
Distance from site perimeter (km) 
Nuclide 
1 3 3 6 
Pu-cC 2.7 0.56 1.1 0.26 
Am-241 + 
Cm-242 0.92 0.39 0.43 0.31 
Sr-90 0.16 0.02 0.02 0.02 
Ru-106 0.07 (.0.02 <-0.02 (.0.02 
Cs-137 0.15 0.01 0.01 o.oo 
Ce-144 <0.03 (0.01 (.0.02 "0.01 
Total 4.0 1.0 1.6 0.62 
It can be observed that the fission products contributed only some 10% or 
less of the doses. Moreover, the transuranics do not take into account 
plutonium-241; assuming that, as for liquid effluents, discharges of the 
latter were some thirty times those of the plutonium alpha-emitters, the 
additional dose will have been 60% of that attributed to plutonium alpha. 
For the actinide~doses to bone surface, although having a higher dose 
limit, are more restrictive and have been calculated to be: 
Committed doses to bone surface by inhalation (mrem) - Sellafield, 1980 
Distance from site perimeter (km) 
Nuclide 
1 3 3 6 
Pu-UC, 48 10 20 4 
Am-241 + 
Cm-242 16 7 8 6 
Total 64 17 28 10 
Again plutonium-241 could have added some 60% of the doses attributed to 
plutonium alpha emitters; strontium-90 also migrates to the bone surface 
but its dose contribution will have been negligible in relation to that 
from the actinides. 
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The phenomenon of airborne radioactivity originating from sea-spray con-
taminated by liquid effluents has been the subject of a series of studies. 
Plutonium and americium concentrations in the spray have been found to be 
an order of magnitude higher than in unfiltered sea-water due to sediment 
enrichment of the spray (26). However, an appreciable fraction of the 
resulting aerosols are larger than the upper limit of the respiratory 
particle-size range. Continuous samples have been taken over a twelve 
month period in 1978-79 using samplers which, while tending to discriminate 
against such large particles, nevertheless still overestimate the respirable 
fraction (27). Six sampling locations were investigated and the location 
showing the highest annual average concentrations of plutonium-238, 
plutonium-239/240 and americium-241 yielded levels corresponding to a 
committed effective dose by inhalation of these nuclides of 0.5 mrem cal-
culated as above. The dose to bone surface would be 13 mrem and allowing 
for plutonium-241 as previously increases these values to 0.8 mrem and 
19 mrem respectively. Again these estimates assume a 100% occupancy factor. 
All of the results given above refer to the adult since ICRP 30 does not 
extend to younger age groups. However, Johnson et al. (28) have published 
preliminary data based on the ICRP approach but extended to cover the one 
year old child. For the alpha-emitters the bone surface dose is again limit-
ing and although the breathing rate is only 17% of that for the adult (29) 
the calculated bone surface doses for both plutonium and americium are 40% 
higher than those for the adult. 
Milk samples are analysed for strontium-90, caesium-137, ruthenium-lOG, 
iodine-129/131 and plutonium alpha emitters. In all, milk from twelve farms 
at distances of up to about 6 km is analysed; "background" levels of 
strontium and caesium are assessed using milk from two farms at some 30 km. 
The committed effective doses have again been calculated on the basis of 
the ICRP recommendations. For this purpose an annual milk intake of lOO 1 
per year has been assumed and the strontium concentrations (expressed in 
the original data "per gram of calcium") have been evaluated assuming 
1.2 gCa/1 of milk. Both strontium and caesium have been corrected for the 
"background" levels. 
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Committed effectile doses by milk ingestion in Sellafield, 1980 {mrem) 
Farm Dist. Sr-90 cs-137 Ru-106 I-131 I-129 {km) Pu-oC 
I 
0 - 3.2 10.11 1.65 ( 0.19 0.007 0.017 0.005 
3.2 - 6.4 0.03 0.32 < 0.17 0.008 0.016 o.oos 
These values, giving in total less than 2 mrem in the inner zone, refer to 
the adult wherea4 for the milk pathway infants normally constitute the 
critical group. qhanging the milk consumption rate to 260 1 per year 
I 
{0.7 1/day) and using the infant/adult dose factor ratios from Johnson 
et al. to adjust the ICRP factors, a total committed effective dose of 
some 6 mrem is obtained for infants consuming milk from the inner zones. 
I 
Harrison {30) ha1 suggested the plutonium uptake factor from foods for the 
0-12 month child icould be as much as 50 times the ICRP value for the adult, 
which would raise the committed effective dose for infants to about 15 mrem 
allowing for Pu-2:41 as before. A similar calculation for the bone surface 
dose suggests th~t this would still be less restrictive than the committed 
effective dose. I 
Neglecting the possibility of enhanced plutonium uptake, caesium-137 is 
the most signific~t single nuclide and it is widely recognised that the 
concentrations o~ caesium-137 in milk can reflect, in part, depositions in 
the preceding yeJrs. Studies on weapons fallout (31), averaged over the 
U.K., have suggested that, compared with the year of interest, deposition 
of caesium in the immediately preceding year has to be weighted by a factor 
of 2.0 and that if earlier years by a factor of 0.13 to explain changes in 
the concentratio~s in milk. However, for Sellafield, assuming the deposit-
ion proportional to the annual discharges and comparing the discharge 
patterns with those of milk contamination for the period 1976-81 suggests 
that, in the conqitions existing there, the influence of concurrent dis-
charges is much 9feater than the fallout studies imply. 
For the nuclides covered by the environmental survey data two further dose 
pathways for airborne releases remain to be considered - the inhalation 
dose from iodine rnd the external radiation dose from caesium deposition. 
As regards iodine the inhalation doses will have been small compared with 
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that from the milk pathway and hence will have been of no significance 
compared with the inhalation doses already calculated. For caesium, the 
measured annual average airborne concentration at 1 km, assuming a velocity 
of deposition of 0.005 m·s-1, implies a deposition rate of 2.7 x lo-3 pCi/ 
m2.s-l. From (32) the dose rate by the end of the year would have been 
some 3 mrem/year from the 1980 caesium-137 deposition. Taking account of 
previous years' discharges this figure would rise to the order of 10 mrem 
per year. 
Nuclides not covered by the environmental data include tritium, carbon-14 
and krypton. Applying Bryant's model (33) a skin dose of 1.7 mrem at 1 km 
from krypton-SS is obtained and for carbon-14 and tritium combined a total 
committed effective dose of less than 0.1 mrem at the same distance results, 
taking all pathways into account. 
2.3.1.2 Marine pathways 
Tne operator and the competent authority independently conduct comprehensive 
environmental monitoring programmes and the latter also carries out periodic 
habit surveys to determine the parameters characterizing the critical groups. 
The discussion below is based on the authority's results for 1980 (24, 34) 
but also draws on the operator's results (25) where appropriate. 
For external exposure the "critical group" consists of one fisherman living 
on board his boat which, at low tides, may rest on harbour mud. He is estim-
ated to have received some 55 mrem (corrected for natural background) in 
this way. His consumption of marine produce is estimated to have given a 
committed effective dose of a further 30 mrem giving a total of 85 mrem. 
Previously the critical group for external exposure was deemed to be a 
bailiff working in a nearby salmon garth. The operator had assessed his 
theoretical external exposure as 15 mrem in 1980 but in practice the garth 
fell into disuse. 
For internal exposure two critical sub-groups have been identified and 
their intakes of marine produce are surveyed to allow dose estimation. 
The intakes and the corresponding values for earlier years are given below, 
where "local consumers ·• correspond to those consuming local produce and 
"commercial consumers" correspond to a group in the nearest commercial 
fishing ports having higher consumption rates of produce at lower average 
concentrations of radioactivity. 
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Marine produce copsumption for critical group - Sellafield (g/day/person)* 
I 
Local consumers Commercial consumers 
Category 
1$73** 1978 1980 1973 1977 1978 
Fish 2t4 170 lOO 300 290 360 
Crustacea 41 15 18 
-
70 70 
Molluscs 
-
6 18 - 45 50 
* Prior to 1973 Je critical marine produce pathwa y was laverbread 
incorporating porphyra collected locally. 
** Maximum individ~l consumption rates. 
While the commercial sub-group consumption rates have changed little over 
the years the 1,80 values for local consumers reflect genuine changes as 
revealed by thelhabit survey. It is conservatively assumed that consumption 
rates for each of the three categories of produce are additive. The habit 
survey also provides data as to representative species within each category 
and these too have changed over the years. (See also (35).) 
Environmental s~les were analysed for a large range of nuclides to allow 
calculation of the critical group doses on the basis of the above con-
sumption rates. 
1
aowever, strontium-90 and plutonium-241 analyses were not 
carried out by the competent authority; instead the concentrations of 
these two nuclides were estimated on the basis of the amounts discharged. 
For plutonium-241 the other plutonium isotopes provide a straightforward 
guide and for strontium-90 analytical results obtained by the operator are 
in excellent ag~eement with the estimated concentrations. Eliminating 
nuclides which ~ive a negligible dose contribution,the doses per nuclide 
to each of the two sub-groups were calculated to be: 
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Committed effective doses to marine-produce critical groups (mrem) -
Sellafield, 1980 
Nuclide Local consumers Commercial consumers 
Sr-90 2.0 2.0 
Ru-106 15.1 0.6 
Cs-134 4.1 4.9 
cs-137 41.9 54.9 
Pu-238 2.2 0.3 
Pu-239/240 9.5 1.6 
Pu-241 6.9 1.2 
Am-241 38.6 9.8 
Total 120 75 
Despite the lower consumption rates the local sub-group is seen to have 
received the higher dose overall because of the much higher contributions 
from ruthenium and the transuranics. These nuclides are subject to rapid 
losses from sea-water by take-up on silt etc. and hence their concentra-
tions in sea-water reduce more rapidly with distance from the discharge 
point. Correspondingly their presence in silt leads to relatively high 
concentrations in molluscs and some crustacea. In terms of dose, molluscs 
(winkles and mussels) provided over 85% of the dose to the local sub-group 
from ruthenium and the transuranics, which in turn represents over 50% of 
the total dose. For this reason the 1978 dietary pattern (assuming the 
same species) would have implied only some 80% of the dose calculated using 
the 1980 pattern, despite the much lower fish intakes in the latter year. 
The operator's results for environmental concentrations are lower overall 
than those provided by the competent authority and would imply a dose some 
25% lower. 
The concentrations in 1980 will in part reflect discharges in previous 
years. However, the net caesium-137 concentrations in fish have fallen 
subsequent to the reduction in discharges in 1979. Ruthenium-106 having 
a radioactive half-life of 1 year its concentrations must also tend to 
reflect relatively recent discharges. The overall situation can be 
complicated by changes in dispersion conditions. Thus, locally reduced 
ruthenium-106 concentrations in 1978 were attributed to changes in dis-
persion conditions close to the site for these nuclides which absorb 
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readily onto sediments (36); plutonium and americium concentrations in 
molluscs were reduced at the same time but not in crustacea. 
The significant contributions of the transuranics to the committed effect-
ive dose to the local sub-group suggests that the bone surface dose may be 
limiting. In fact, using the ICRP data, this dose is found to be 1100 mrem 
(one third from plutonium, two thirds from americium) and hence is margin-
ally less restrictive, in terms of the relevant limits, than is the committ-
ed effective dose. However, if the plutonium uptake factor were to be in-
creased by a factor of five for the adult as has been suggested (3o), the 
bone surface dose would be affected to a much greater extent than the 
effective dose and would be clearly limiting. 
2.3.2 Marcoule - liquid effluents 
In the table below, the committed effective doses calculated for the 
Marcoule 1980 discharges, taking account of local conditions, are present-
ed together with the assumed consumption rates and exposure times as 
appropriate to the various pathways. 
COmmitted effective doses from liquid effluents - Marcoule, 1980 (mrem) 
Exposure pathway Average consumption rate Committed effective dose 
(kg/a) (mrem) 
or exposure time 
(h/a) 
Internal expo~ure: 
Drinking water 440 0.3 
Fish 16 1 
Milk (child) 250 0.02 
Meat 75 0.02 
Crops 313 0.03 
External exposure: 
Swimming and 
X 10-4 boating 8 3 
Exposure on 
river banks 200 0.1 
Fish consumption is the dominant pathway and the calculated dose is almost 
entirely attributable to caesium-137. 
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2.4 COLLECTIVE DOSES FROM RADIOACTIVE EFFLUENTS DISCHARGED BY NUCLEAR 
POWER PLANTS AND NUCLEAR FUEL REPROCESSING PLANTS 
A comprehensive methodology to evaluate the radiological impact of radio-
active effluents routinely discharged by nuclear installations has been 
developed by the National Radiological Protection Board (N.R.P.B.), U.K., 
and the Commissariat a l'Energie Atomique (C.E.A.), France, on behalf of 
the European Commission (32) • 
This methodology has been applied by N.R.P.B. (37) to estimate the total 
collective effective dose commitment to the population of the European 
Community from the 1978 discharges by nuclear power plants and nuclear 
fuel reprocessing plants given in the present report. 
The effective dose commitment from gaseous and liquid effluents by all 
Community nuclear power stations was calculated to be 5700 man·rem. Air-
borne effluents make by far the largest contribution, i.e. 96%. 
As regards individual stations, the effective dose commitments from LWRs 
range from about 10 to lOO man-rem with an average of 30 man-rem; for GCRs 
and AGRs they range from 50 to 500 man-rem with an average of 270 man-rem. 
In all cases the dominant nuclide is carbon-14, responsible for more than 
80% of the dose. Its dominant pathways are ingestion subsequent to the 
first pass of the activity and global circulation. The first pass ingestion 
dose is delivered within a few years of the discharge while the dose 
resulting from global circulation is spread out over thousands of years. 
The effective dose commitment from nuclear fuel reprocessing plants was 
calculated to be 44500 man-rem, i.e. nearly an order of magnitude greater 
than from the power stations; of this dose 38000 man-rem comes from 
Sellafield discharges1 4400 from La Hague and 1900 from Marcoule. For the 
two coastal plants the larger part comes from liquid effluents: 97% at 
Sellafield and 73% at La Hague; for Sellafield the nuclide delivering the 
highest dose contribution is caesium-137 (70%), and for La Hague 
ruthenium-lOG (60%) • The main exposure pathway for the two plants is 
ingestion of marine produce. Most of the dose is delivered within a few 
years of the discharge. 
At Marcoule the nuclide delivering the highest dose contribution is 
carbon-14 (50%) in the airborne effluents. 
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In 1980 caesium-137 discharqed in liquid effluents by Sellafield decreased 
by 27\ compared with 1978·corresponding to a reduction of some 7200 man-rem 
i.e. 14\ of the effective dos' commitment to the E.C. population. This is 
by far the most significant difference between 1978 and 1980. 
On the basis of environmental monitoring results for 1978, Hunt {38) has 
indicated that the annual collective dose from fish and shelfish consumption 
in the U.K. and other Western European Countries was some 27000 man-rem, 
almost all due to the Sellafield discharges. When the results of the N.R.P.B. 
assessment are adjusted for the range of nuclides considered by Hunt, the 
collective dose commitment to the Community population from the Sellafield 
discharges is 32500 man-rem which is in line with Hunt's value for the 
committed dose received in 1978. His estimate of the 1980 dose was 
24000 man-rem {36) • 
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3. DISCUSSION AND CONCLUSIONS 
3.1 SIGNIFICANCE OF EXPOSURES FROM EFFLUENT RELEASES IN RELATION TO 
RADIOLOGICAL PROTECTION STANDARDS AND NATURAL RADIATION 
In some cases in Section 2 the doses have been derived from theoretical 
models which evaluate the committed dose received in 1980 discharges. In 
other cases the measured environmental concentrations in 1980 have been 
used which thus include any contributions from discharges in previous years 
but discount future environmental exposure to materials discharged in 
1980. If discharges were to remain constant from year to year in an un-
changing environment the two approaches would be directly equivalent. In 
practice of cours~both the discharges and the environmental patterns do 
change but even so there remains some degree of equivalence. For simplicity, 
therefore, all doses evaluated in Section 2 may be considered, in general, 
as relating to the equilibrium annual dose rates corresponding to annual 
discharges at the 1980 levels and compared with annual dose limits and 
doses received from natural background. 
3.1.1 Significance in relation to radiological protection standards 
As applied to critical groups ICRP have recommended a stochastic limit of 
500 mrem per year for the committed effective dose and a non-stochastic 
limit of 5000 mrem per year for most individual organs, including the 
thyroid and bone surface (39). These recommendations have been taken up 
in a Directive of the European Community (40). For collective dose there 
is no corresponding recommendation but ICRP anticipates that the system of 
dose limitation proposed will ensure that the average dose will not exceed 
50 mrem per year. The doses given in Section 2 can be compared with these 
criteria. 
For nuclear power station discharges to atmosphere, the exposure of members 
of the public living close to a station (i.e. at 0.5 km) can be expressed 
as follows in terms of the stochastic limit: 
- Inhalation of particulates; less than 0.001%. 
-Milk consumption*; adult- less than 0.01%, child- less than 0.04%. 
- External exposure from ground deposition; less than 0.2%. 
- External exposure from the plume; less than 0.2% except in the 
case of British GCRs for which the doses are at most about 2% (3) . 
* for dairy farming at 5 km 
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Assuming the doses to be additive the totals (adult and child) are less 
than 0.5% except in the case of British GCRs where the values are some 2% 
and are mainly attribUtable to argon-41 in the plume giving rise to 
external exposure.-·At 5 km the doses, other than from milk, would be an 
order of magnitude lower. As regards the non-stochastic limit, the dose 
from iodine-131 to·the child's·thyroid via milk has been calculated as less 
-3 than 0.02% of the limit (6 x 10 % of the stochastic limit) and hence is 
less restrictive than doses from other nuclides. 
Doses to critical groups from liquid effluent discharges do not exceed 
0.1% of the stochastic limit in almost all cases and in the maximum case 
gave less than 3%. The non-stochastic limit is less restrictive. 
The evaluation of doses from nuclear reprocessing plant discharges to 
critical groups was confined to Sellafield and (for liquid effluents) 
Marcoule, representing the highest levels of discharges for a coastal and 
a river-sited plant respectively. 
Discharges to atmosphere from Sellafield have been assessed as giving doses 
of more than 0.1% of the stochastic limit to an individual situated 1 km 
from the plant throughout 1980 via the following pathways: 
- inhalation of particulates; adult 1.1%, child 1.8%; 
-milk consumption*; adult 0.4%, child 1.2%; 
- external exposure from ground deposition, about 2%; 
- external exposure from the plume, 0.3%. 
Assuming the doses to be additive the totals are 4% and 5% for the adult 
and child respectively. In both cases caesium-137 is the most important 
nuclide giving some 60% of the total, partly from external radiation from 
ground deposition (which unfortunately is the most uncertain of the four 
contributions) and partly from milk consumption. Only for the inhalation 
pathway is the non-stochastic limit more restrictive, the dose to bone 
surface from the actinides reaching 1.9% of the limit in the case of adults, 
2.6% in the case of children. 
* The concentrations in milk are averaged over farms within 3 km of the site. 
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For the liquid effluent discharges from Sellafield three critical groups 
have been defined. The most limiting of these consists of consumers of 
local marine produce - fish, crustacea and molluscs. Consumption rates for 
representative species have been obtained by habit surveys and the 1980 
doses calculated as follows in terms of the stochastic limits: 
- from fish, 13%; 
- from crustacea, 3%; 
from molluscs, 7%. 
If it is conservatively assumed that consumption of these three species is 
additive, a total of 24% of the limit is obtained on rounding-off after the 
summation. Americium-241 (mainly in molluscs) and caesium-137 (mainly in 
fish) each contribute about one third of the total. Based on ICRP 30 (19) 
the stochastic limit is marginally more restrictive than the non-stochastic 
limit. 
For Marcoule liquid effluents only one pathway gives in excess of 0.1% of 
the stochastic limit, namely fish consumption which contributes 0.2% of 
the limit. Summing over all other pathways gives an additional 0.05% and 
hence a grand total of less than 0.3% assuming all pathways to be additive. 
The dose via the fish pathway is almost entirely from caesium-137. The non-
stochastic limit is less restrictive. 
There are no recommended limits on collective dose with which the estimates 
can be compared. 
3.1.2 Significance in relation to exposure from natural radiation 
The estimated annual effective dose from natural sources of radiation in 
areas of "normal" background is 200 mrem, of which one third is attributed 
to external irradiation (41). 
By comparison the maximum committed doses from effluents from nuclear 
power stations as calculated in the present report would be appreciably 
less than 3 mrem in general. For a limited number of installations the 
dose to a few of individuals will have been about 10 mrem. These values 
correspond respectively to 1.5% and 5% of the average annual dose from 
natural sources and are well within the range of variations in natural 
background which can occur locally. 
-so-
The doses from effluents from nuclear reprocessing plants can be appreciab-
ly higher for members of the critical groups ·and for the worst case are 
conservatively estimated to total 120 mrem to an individual, i.e. 60% of 
the annual dose from "normal" natural background. While variations in 
natural background of the order of 100 mrem/a above the "normal" value are 
less common, they do occur, even within the Community (41). 
It has been estimated that the 1980 discharges will give rise to a collect-
ive effective dose commitment of some 4 x 104 man-rem in the Community. By 
comparison natural radiation has been estimated (37} to give an annual 
7 
collective dose of 5 x 10 man-rem to the same population, i.e. more than 
a faetor of 1000 higher. 
3. 2 CONCLUSIONS 
For LWRs there was in general a downward trend in the normalized discharges. 
The decrease reached.-, order of maqnitude or aere,for some components -
noble gases for PWRs, beta aerosols and iodine-131 from BWRs, and gross beta 
activity in liquid effluents from PWRs and BWRs. This could be attributed 
in part to new plants coming on line with more efficient effluent treat-
ment systems. (See Figs. 1-5.) 
However, in the later seventies there appears to have been a levelling off 
of LWR discharge levels, except in respect of gross beta activity in liquid 
effluents for which the downwar~ trend continues (Fig. 4). 
For GCRs the values show no significant trend. 
Any downward trend in doses to the individual would be much less evident 
since the doses given in the present report are based on a combination of 
the maximum recorded individual discharges and the least favourable receiv-
ing environment. Nevertheless, the present report shows that exposure of 
the public in 1980 was extremely low; the most exposed individuals seldom 
received more than 0.5% of the dose limit i.e. about 1% of the average 
annual exposure from natural radiation. 
- 51 -
Compared with nuclear power stations, nuclear fuel reprocessing plants are 
few in number and hence general trends in discharge levels and doses are 
not present. Discharges from and throughput at Sellafield being as high 
as or higher than those for other plants, the radiological consequences 
are of special interest; correspondingly the relevant data are particular-
ly well documented. Taking account of measurements it appears that for 
Sellafield discharges the exposure of members of some critical groups in 
1980 was some 20% of the limit. Although this leaves a considerable margin 
of safety and the exposure incurred still lies within the range of 
variations in exposure from natural radioactivity, improvements are in 
hand to significantly reduce the discharges. 
The collective effective dose commitment to the population of the Community 
as a result of the 1980 discharges was estimated to be less than 0.1% of 
the annual collective dose from natural radiation. Since it is mainly 
associated with NFRP effluents no trend could be expected even if a series 
of calculations had been carried out for the different years. However, 
since the Sellafield discharges are of particular importance, the value 
should decrease when the improvements mentioned above come into operation. 
Hence the doses to the public as a result of effluents from nuclear power 
stations and fuel reprocessing plants in the Community have been kept to 
a fraction, often a minute fraction, of the relevant admissible limits. 
For the individual they are comparable with the differences in exposure 
from natural radiation background experienced in everyday life;for the 
population as a whole the dose from natural radiation is orders of magnitude 
greater. 
* * 
* 

') 
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APPENDIX 
KRYPTON-SS YIELDS 
1. Values obtained from the literature 
For GCR fuel three values for the krypton-SS yield have been identified 
and normalized to a two year decay period: 
- 0.10 MCi/GW(th)a 
- O.OS3 MCi/GW(th)a 
- O.OSS MCi/GW(th)d 
for 3.S GW(th)d/t (Al), 
for S.O GW(th)d/t (A2), 
for 4.S GW(th/d/t (A3). 
The values should not be particularly sensitive to rating or total burn-up 
within the range of interest. All are based on calculation. 
Of the three values given, the first-mentioned originates from a 1969 code 
(A4) and, while still in reasonable agreement with the later values, 
probably relied on input data which have since been updated. A value of 
O.OSS MCi/GW(th)a based on the latter two references has, therefore, been 
adopted. 
For LWR fuel the same three references give the following values: 
- 0.10 MCi/GW(th)a for 30 GW(th)d/t (Al), 
- 0.076 MCi/GW(th)a for 3S GW(th)d/t (A2), 
- O.OS6 MCi/GW(th)a for 32 GW(th)d/t (A3). 
LEUDET and LESEUR (AS) measured the yield experimentally for five PWR fuel 
pins all in the range 31-32 GW(th)d/t and obtained excellent agreement 
with results taken from calculated values supplied by the French CEA. 
Correction to two years' decay gives: 
- 0.096 MCi/GW(th)a for 32 GW(th)d (AS) 
The data presented in the INFCE study and in the German Risk Study corres-
pond respectively to yields of 
- 0.11 MCi/GW(th)a - burn-up not stated (A6) 
- 0.112 MCi/GW(th)a for 33.S GW(th)d/t (A7) 
allowing in both cases for a two year decay period. In the latter case 
the value was obtained using the ORIGEN code (AS) • 
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The highest value found was equivalent at two years' decay to 
-0.113 MCi/GW(th)a at 33 GW(th)d/t (A9). 
A value of 0.095 MCi/GW(th)a at 32 000 GW(th)d/t was adopted on the basis 
of the above, the other values lying within 20% of this. 
Fuel withdrawn from a reactor before the refuelling cycle reaches equi-
librium will have a lower burn-up and for the LWR fuel reprocessed this 
is relevant. However, the effect on the krypton yield is unlikely to have 
been very significant since, for example, at 24 GW(th)d/t the increase in 
yield is only 7% (AS). Equally, the decay period of two years adopted above 
is not well substantiated but a difference of one year would change the 
krypton inventory by only 6%. 
The above review of values in the literature is certainly not complete and 
the codes used to obtain the values given in references (A3), (AS), (A6) 
and (A9) are not stated. However, all the values lie within 20% of the 
values adopted. 
2. Evidence from NFRPs 
Data are now available on the burn-up of fuel processed at La Haque (AlO) 
and at WAK (All); relating these data to the recorded krypton-SS discharges 
allows the krypton-SS yields to be estimated since the discharges effect-
ively represent the entire fuel content of this nuclide. 
La Haque has processed small amounts of FBR fuel but this has been relative-
ly insignificant; this apart, only GCR fuel was processed prior to 1976. 
Relating the krypton discharges for 1972-7S (Al2) to the corresponding 
burn-up data gives an average krypton-SS yield of 0.17 MCi/GW(th)a for 
GCR fuel with the values for the individual years all lying in the range 
0.16 - O.lS MCi/GW(th)a. The average value is twice that adopted on the 
basis of the brief literature review described above. This discrepancy, 
which cannot be explained in terms of differences in burn-up, or decay 
times, is unresolved. 
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In order to attempt a check on the krypton-SS yield from LWR fuel using 
the La Hague data for 1976-80, it is necessary firstly to attribute part 
of the annual krypton-SS discharges (Table XIII) to GCR fuel; then the 
remainder can be attributed to LWR fuel and related to the burn-up data 
(AlO). Using the La Hague 1972-7S yield for GCR fuel results in an average 
krypton-SS yield of 0.070 Ci/GW(th)a for LWR fuel; the values for indivi-
dual years ranging from O.OS2 to 0.12 MCi/GW(th)a. The average yield is 
only some 70% of that adopted above; moreover, the lower average burn-up 
(22 GW(th)d/t) would have been tended to result in a yield slightly higher. 
than that predicted. Using the GCR krypton-SS yield from the literature 
produces no improvement, the average yield for LWR fuel now obtained on 
this basis is 0.14 MCi/GW(th)a with a range of 0.10 to 0.33 MCi/GW(th)a 
for individual years. 
The WAK burn-up data (All) can be used in the same way to calculate LWR 
yields, although in this case the krypton-SS monthly discharge data have 
to be sought in the earlier editions of the same reference since the burn-
up data are not presented in calender year form. Three individual runs 
with LWR fuel gave the following results: 
- 0.093 MCi/GW(th)a at 24.S GW(th)d/t (PWR), 
- 0.114 MCi/GW(th)a at 17.6 GW(th)d/t (BWR), 
- 0.104 MCi/GW(th)a at 29.3 GW(th)d/t (PWR). 
The results from the WAK data are therefore in good agreement with the 
value of 0.09S MCi/GW(th)a taken from the literature; even the small 
discrepancies which exists could be largely explained in terms of the 
lower burn-up and the pssibility of differences in decay times. 
Three other reprocessing runs at WAK have involved, in various combinations, 
PHWR and HWR fuel as well as fuel from pilot BWRs of some 20 MW electrical 
capacity. Individually these runs correspond to: 
- O.l2S MCi/GW(th)a at 4.2 GW(th)d/t average (BWR/PHWR), 
- 0.096 MCi/GW(th)a at 6.6 GW(th)d/t average (PHWR), 
- 0.101 MCi/GW(th)a at lO.S GW(th)d/t average (BWR/PHWR/HWR). 
Taking into account the low burn-up values, these are again in good agree-
ment with the value of 0.09S MCi/GW(th)a despite the mixture of fuel types. 
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3. CONCLUSIONS 
The WAK data provide strong support for the value of 0.095 MCi/GW(th)a for 
LWR fuel based on the literature. The data from La Hague give a significant-
ly different value for the yield from GCR fuel compared with that taken 
from the literature. Moreover, using the La Hague yield for GCR fuel to 
check the yield from LWR fuel processed at La Hague results in a low value 
for LWR fuel; using the literature value for GCR fuel gives a high result. 
In calculating EET values, therefore, the krypton-SS yields for GCR and 
LWR fuel based on the literature may be used except for La Hague, where the 
thermal burn-up data must be used to resolve the GCR and LWR contributions. 
10) 
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TABLE I 
GENERAL CHARACTERISTICS OF NUCLEAR POWER STATIONS (NPSs} (a) 
Reactor Ther~~al "axl1u1 Ftrst Water body 
Factltty/locatlon type capacity output Grld recetvlng 
(b) "ll(th) capacity Connect ton llquld effluents 
"ll(e) 
BELGIUII 
Doel 1 PliR 1 192 395 28.08.74 ~ Scheldt Doel 2 PliR 1 192 395 2~.08. 75 
Oost V1 aanderen 
Tlhuge 1 PliR 2 652 870 07.03. 75 "a use 
ll~ge 
GERIIAIIY 
IIZFR ( Kar 1 sruhe) PHIIR 200 52 09.03.66 Rhlne 
Baden-llurte1berg 
Obrlghel• PliR 1 050 328 29.10.68 Neckar 
Baden-llurte1berg 
liUrgassen BVR 1 912 6W 18.12. 71 lleser 
N.Rhtne-llestphalta 
Stade PliR 1 900 630 29.01.72 El be 
lover Saxony 
Btblls A PliR 3 515 1 1~ 25.08. 74 ~ Rhine Biblls B PliR 3 733 1 240 25.~. 76 
Hesse 
Neckarvestbei• PliR 2 ~97 810 03.06.76 Neckar 
Baden-llurte1berg 
Brunsbutte 1 BVR 2 292 770 13.07. 76 Elba 
Sch1esvig-Holstein 
lsar BliR 2 575 870 03.12. 77 lsar 
Bavaria 
Unterveser PliR 3 733 1 230 (c 29.09. 78 lleser 
lover Saxony 
Pbillppsburg BVR 2 575 86~ os. os. 79 Rhine 
TABLE 1 (continued I) 
Reactor Thel'llal flaxiiUI first Vater body 
facility/location type capacity output Grid receiving 
(b) flll(th) capacl ty Connection liquid effluents 
llll(e) 
fiWCE 
-
Chlnon 
Tr-2 OCR 800 180 (d) ~ 2~.02.65 ~ Loire Tr-3 C£R . 1 560 360 (•) ~.08.66 
lndre-et-Lolre 
Chooz PIIR 905 305 03.~.67 lieu se 
Ardennes 
llonts d 1Arr4e HIIR 2~ 70 09.07.67 Ellez 
finlstere 
St-laurent-des Eaux 
Tr-1 C£R 1 660 390 (f) H-.03.69 ~ Loire Tr-2 C£R 1 660 ~50 (g) 09.08. 71 
lolr-et-Cher 
Bugey 
Tr-1 C£R 1 950 5~0 15.~. 72 
Tr-2 PVR 2 77~ 920 10.05. 78 
Tr-3 PVR 2 77~ 920 21. 09.78 Rhine 
Tr-4 PVR 2 774 900 08.03. 79 
Tr-5 PVR 2 774 900 31.07. 79 
St-Vulbas, Aln 
Ph4nlx FBR 563 233 13.12. 73 Rhine 
llarcou le, Gard 
fessenhel• 
Tr-1 PVR 2 660 890 06.~.77 ~ Rh I ne Tr-2 PIIR 2 660 890 07.10. 77 
Haut-Rhin 
Grave lines 
Tr-1 PVR 2 785 920 13. 03.80 
Tr-2 PVR 2 785 920 26.08.80 ! lorth Sea 
Tr-3 PIIR 2 785 920 12.12.80 English Channel 
Pas-de-Calals, lord 
Ouplerre 
Tr-1 PVR 2 785 900 23.03.80 ~ Loire Tr-2 PVR 2 785 900 10.12.80 
lolret Trlcastln 
Tr-1 PIIR 2 785 920 31.05.80 ~Rhine Tr-2 PIIR 2 785 920 07.08.80 
Plerrelatte, Orale 
.!!!! 
latlna OCR 575 153 12.05.63 Thyrrhenl an Sea 
latl na 
TABLE I (continued 2) 
Reactor Ther~~al Maxl1u1 First Water body 
Facility/Location type capacity output Grid receiving 
(b) Mll( th) capacity Connection liquid effluents 
Mll(e) 
GarigHano BIIR 506 151.5 23.01.64 Garlgllano 
Sessa, Casserta 
Trlno PIIR 825 260 22.10.64 Po 
Trlno Vercellese, 
Vercelll 
Caorso BIIR 2 651 548 (1) 23.05. 78 Po 
Plalsance 
NETHERLANDS 
Dodewaard BIIR 163 51.5 25.10.68 llaal 
6e 1 derl and 
Borssele PIIR 1 365 447 (h) 04. 07.73 Sche 1 dt Estuary 
Zeeland 
UNITED KJNlDOM 
Cal der OCR 4 X 268 200 10.56 Irish Sea 
Cu1brla 
Chapel cross OCR 4 X 248 192 02.59 So 1 way Fl rth 
Du1fries and Galloway 
Bradwell OCR 2 X 531 250 06.62 Blackwater Estuary 
Essex 
Berke ley OCR 2 X 555 276 06.62 Severn Estuary 
Gloucestershl re 
Hunterston A OCR 2 X 535 300 02.64 ~ Firth of Clyde Hunterston B AGR 2 X 2 170 1 000 (I) 06.02. 76 
Ayrshire 
Trawsfynydd OCR 2 X 860 390 12.64 Lake Trawsfynydd 
Gwynedd 
Hlnkley Point A OCR 2 X 971 430 02.65 ~ Severn Estuary Hinkley Point B AGR 2 X 1 493 1 000 05.02. 76 
So1erset 
Dungeness A OCR 2 X 840 410 09.65 Engll sh Channe 1 
Kent 
Si zewell A OCR 2 X 948 420 12.65 North Sea 
Suffolk 
Oldbury OCR 2 X 892 416 11.67 Severn Estuary 
Avon 
lllnfrtth SGHIIR 300 92 12.67 Engll sh Channe 1 
Devon 
TABLE I (continued 3) 
RI actor Thel'llal llaifiUI First Water body 
Faclltty/location type capacity output Grtd recehtng 
(b) 1111( th) capacity Cotnectlon liquid effluents 
Nil( e) 
llylfa ~R 2 X 1 500 8~ 11.71 Jrtsh Sea 
Gwynedd 
Dounreay FBR 600 183 10.01. 75 Pentland Firth 
Caithness 
(a) Technical data and tel'lllaology are taken fro• Atf. 1. 
(b) Type of reactor : AGR - Ad¥Uted Gas-cooled Reactor 
BIIR - Belling Water Reactor 
FBR - Fast Breeder Reactor 
OCR - Gas-cooled Rtactor 
IIVR - Heavy Vater Reactor 
PHIIR - Pressurized Heavy Vater Rlactor 
PIIR - Pressurized Vater Reactor 
StiiiiR - Ste• Ganerattng Heavy Water Reactor 
(c) Until 01.08. 79: 984 IIV(e) 
{4) Until 01.04. 79: 2~ llll(e) 
(e) Until 01.04. 79: 400 llll(e) 
(f) Until 01.04. 79: 460 IIV(e) 
(g) Until 01.04. 79: 515 IIV(e) 
(h) Until 05.79: 445 ""(e) 
(I ) lnterl• ratIng. 
faci 11 ty 
BELGIUH 
-
Doe 1 1 • 2 
Tihange I 
IIRHANY 
-
NZfR 
Obrighel• 
IIUrgassen 
Stade 
Blblls A 
Blblis B 
Neckarvesthel• 
Brunsbutte 1 
lsar 
Unterveser 
Phlllppsburg 
FRANCE 
-
Chi non 
Chooz 
Honts d 'Aree 
St-Laurent-des-Eaux 
Bugey 1 
Bugey 2 • 3 • ~ • 5 
Phenlx 
Fessenhel• 1 • 2 
Gravellnes 1 • 2 • 3 
Oupl erre 1 • 2 
Trlcastln 1 • 2 
!ill! 
Latlna 
TABLE 11 
ANNUAL DISCHARII OF GASEOUS RADIOACTIVE WASTE (NOBLE GASES) 
fROII NPSs 
Oischar~ Activity Released (Cl/year) 
U1it 
(Ci /year) 1976 1977 1978 1979 
~ X )0~ 822 759 ~9 I 205 
~ X 10~ ~606 I 480 I 577 379 
J X )QJ 985 316 411 5~1 
2 X )Q~ 328 370 ~55 103 
J. 2 X )0 ~ ~82 785 3 268 4300 
J X 104 10 500 3 320 ~90 231 
9 X IQ~ 1 200 106 362 28~ 
9 X 104 304 ~ 100 1 768 880 
2.~ X 10 4 63~ 1 880 117 185 
7 X 104 970 3 130 7 568 I 235 
9 X 10~ n.a. 23 1 070 2 300 
4 2. 4 X IQ n.a. n.a. 53 1 043 
6 X 10~ n.a. n.a. n.a. 570 
6 X 103 4 924 3 920 2 530 2 036 
7 X 103 4 9~5 2800 3 230 7 691 
242 978 200 000 196 2~0 
8 X 103 2893 4 200 6 750 2 781 
~ 7 x 104 (a) 3 080 2 ~00 2890 2 740 
n.a. n.a. 110.5 1 330 
).1 X 10 ~ 234 129 136 141 
4 X 104 n.a. 1 900 1 972 2 131 
6 X 104(b) n.a. n.a. n.a. n.a. 
6 X 104(b) n.a. n.a. n.a. n.a. 
6 X 104(b) n.a. n.a. n.a. n.a. 
3 5 x 10 (c) 2 478 2 413 2 613 1 958 
1980 
2 5~2 
2 720 
351 
103 
7 838 
297 
51~ 
838 
1 324 
165 
757 
568 
568 
2 9~0 
2 662 
2 700 
3 100 
3 080 
136 
2 ~1 
2 200 
1 300 
2 200 
2 343 
TABLE 11 (continued 1) 
Discharge 
Facility Llait 
(Cl/year) 
Garlgllano 5 6.3 X 10 (d) 
Trlno (e) 4 5 X 10 · 
Caorso 5·x 103 (f) 
1£ TI£RLAIDS 
Dodevaard 5 7 X 10 (g) 
Borssele 4 1.2 X 10 
UN I lED KlllllOII (h) (I) 
Calder (J) 
Cbapelcross 
Bradvell 
Berkeley 
Hunterston A 
Hunterston B 
Travsfynydd 
Hlnkley Point A 
Hlnkley Point B 
Dungeness A 
Stzevell A 
VI nfrith (k) 5 3.24 X 10 
Dounreay (k) 
(a) Overall llalt for Bugey site 
(b) Llalt for four units 
1976 
239 486 
179 
n.a. 
6 230 
3 897 
30 000 
32 000 
15 000 
16 000 
15 000 
2 000 
150 000 
80000 
30000 
60 000 
17900 
4:. 500 
Activity Released (Cl/year) 
1977 1978 1979 
89 046 68 158 
-
59 532 193 
n.a. 91 279 
13 013 4302 3 211 
999 416 213 
26 000 29 000 31 000 
32 000 32 000 32 000 
18 000 16 000 15 000 
15 000 12 000 12 000 
15 000 20 000 20 000 
6 000 4 400 2 400 
150 000 130 000 140 000 
80000 80000 70 000 
30 000 30 000 12 000 
60000 60000 60 000 
16 670 25 280 21 110 
C::600 ~400 
1980 
-
-
100 
2 011 
367 
30 000 
33 000 
1 000 
10 000 
19 800 
3 070 
so 000 
80000 
4 000 
500 
so 000 
15 678 
~400 
(c) The stated Halt for Lathta assu.es the presence of A-41 alone; the oYirall discharge fo~ula for 
noble gases and trltlua Is : 
Q (A-41) • Q (H-3) • Q(otller noble qases expressed In Xa-133,equhalent) ~ 1 Cl/a 
5xlo3 102 
In vblch Q Is the activity discharged In Cl/a. 
(d) Equivalent to 0.02 Cl/s, the actual autborlsed llatt. 
(e) Llait and discharges expNssed In Xe-133 equivalent; for coap,rtson the sua of the activities of 
the nucHdes present In the 1979 d1scharge (see Table Ill) h only 14 Cl. 
(f) The coaplete discharge foraula which applies Is: 
00 • 0.2 060 • 0.1 o75.: 5 000 Cl/a 
h vblcb 00 ts the activity (Cl/a) discharged at ground level, o60 at a height of 60 • and 075 at 75 a. 
11) 
TABLE 11 {continued 2) 
(g) Provisional ll1it 
(h) The quantities of discharged radioactive gases fro• GCRs and AGRs are not •easured routinely. A ll•lted 
nu1ber of 1easure1ents Indicate the A-41 annual discharges given In the table. 
(I) For the period under review, authorisations for discharge of radioactive gases and aerosols fro• British 
power stations place no ll1tt on the quantities but require that the best practicable 1eans be used to 
•lnt•lze the a1ount of radioactivity to be discharged. 
(J) Discharges Include a contribution fro• the adjacent Vlndscale AGR (24 "V). 
(k) ll1it and discharges given In Curle-HeV;prlncipal contribution naon-23 (Ti:J8s) 

Facll tty 
BELGIUII 
-
Tlhange 1 (b) 
IIRIIANY 
-
Obrighei1 
IIUrgassen (c) 
Stade (d) 
Blblis A (c) 
Blblis 8 (c) 
Neckarwestheil 
Brunsbutte 1 (c 
lsar (c) 
Uaterveser (c 
Philippsburg 
FRANCE 
-
Chi non 
llo nts d 1 Arree 
St-laurent-des 
Eaux 
Bugey 1 
ITALY 
-
Latina 
Garl gll ano (e) 
Trl no (d) 
NE TJ£ RLANDS 
Oodewaard (f) 
Borssele 
UN I lED KIN GOOII 
OCR and AGR 
Power stations 
TABLE I 11 
RADIONUCLIDE COMPOSITION (%) OF NOBLE GAS DISCHARGES IN 1980 (a) 
FROM NPSs 
A-41 Kr-85 Kr-851 Kr-87 Kr-88 Kr-89 Xa-131 Xe-1331 Xe-135 Xe-1351 
0.03 0.2 0.02 0.2 92.0 3.2 4.4 
26.3 0.21 0.09 0.1 0.07 
-
50.0 
-
23.2 0.05 
0.04 0.49 0.01 0.18 0. 97 8.3 18.4 1.1 18.1 20.2 
12.9 12.9 23.3 12.8 24.7 13.4 
1.1 
-
0.02 0.04 0.12 0.06 76.0 4.2 4. 7 0. 79 
0.35 
-
0.02 0.01 1<0.01 0.02 87. 1 o. 94 9.0 0.35 
2.1 4.5 0.87 0.39 0.54 0.62 68.0 0.62 19.6 0.12 
0.06 
-
0.15 0.56 0.20 
-
93.3 
-
2.6 1. 3 
1.5 4.3 0.32 5.0 21.4 1.3 42.9 0.31 10.0 5. 7 
0.04 16.2 
- - - -
81.2 0.46 1.6 
-
56.7 
- -- - - -
1.1 6.0 19.8 16.4 
X 
X 
X 
X 
99.7 2xlo·2 3x10- 8.5x11i 3 8xlo·2 8.5xlC - 0.06 
- -
6. 9 12.2 11.7 17 27.5 6 
0.02 22.5 lxlO- 6.Hi 77.0 0.40 0.02 
- -
7. 7 8. 9 17.9 
-
26.9 0.8 35.9 
-
1 74 25 
X 
(a) In the table a cross Indicates the predoeinant nucllde(s). 
(b) Concerns only discharges gas storage tanks, i.e. 66% of total. 
Xe-13 
-
12.5 
1.8 
0.20 
-
-
2.1 
-
-
-
0.9 
(c) • 10.1% unspecified unclides for WUrgassen, 11.4% for Biblls A, 2.1% for Biblls B, 1.5% for 
Brunsbilttel, 2.5% for lsar and 0.48% for Unterweser. 
Xe-13 
-
9. 7 
0.08 
~0.01 
2. 7 
0.33 
2.6 
-
-
-
18.7 
0.5 
(d) Data for 1979 (e) Data for 1978 (f) Data for 1979, taasured ·at the outlet of the 
offgas delay line 

' 
Faclll ty 
II:RMAIIY 
-
MZFR 
(J)rlgbel• 
IIUrgassen 
Stade 
Blblls A 
Blblls B 
Neclcarvesthel• 
Brunsbutte 1 
lsar 
IJnterveser 
Phlllppsburg 
FRANCE 
-
Monts d 'Arree 
Phenl x 
Bugey 1 
Bugey 2 • 3 
ITALY 
-
Latl na 
Garlgllano 
Trl no 
NE THE RLANDS 
Borsse le 
UN I lED KINIDOM 
Hunterston A 
Hunterston B 
Oldbury (d) 
lllnfrlth 
Dounreay 
TABLE IV 
AIINUAL DISCHARI£ OF TRITIUM TO ATMOSPHEI£ (a) 
FROM NPSs 
Discharge Activity Atleased (Cl/year) 
Ll•lt 
(CI/vearHal 1976 1977 1978 1979 
4 000 703 1 019 1 037 990 
62.3 23 26 17 
6 
-
9 
21 16 27 33 
9.5 16 51 46 
3.5 18 11 18 
2 25 28 30 
0.5 4.8 6.1t 9 
500 n.a. - 1.5 7 
n.a. n.a. 
-
6 
n.a. n.a. n.a. 0.4 
1 395 
10.8 
-
0.5 
n.a. n.a. 1 
100 (b) 2. 7 3.1 0.3 1. 8 
100 (c) 14.7 13.3 6.4 1.3 
16.3 48.8 
50 9 10 25 25 
72 60 
46 145 82 54 
7 8 5 17 
1. 8 X 10 4 775 602 386 468 
1980 
1 189 
9 
17 
43 
92 
32 
51 
0.3 
84 
10 
0.6 
2.0 
0.3 
17 
61 
54 
14 
603 
150 
(a) The trltlu• present In gaseous effluent Is not 1easured syste1atlcally In all power stations, 
probably because of its low radlotoxiclty and Its ll1lted presence In the effluent. Presu1ably 
for the sa1e reasons few stations have a specific discharge ll1lt i1posed. 
(b) See foot-note (c) to Table 11. (c) See foot-note (f) to Table V. 
(d) Discharges cited are specific to conditioning of the reactor gas after shutdown. 

Facility 
BELGIU" 
-
Doel 1 • 2 
T1 hange 1 
GERfiANY 
-
"ZFR 
Obrlghel1 
WUrgassen 
Stade 
Biblis A 
Biblis B 
Neckarwesthel• 
Brunsbuttel 
lsar 
Unterweser 
Phllippsburg 
E!!!£E (b) 
Chi non 
Chooz 
llonts d1Arree 
St-Laurent-des-Eaux 
Bugey 1 
Bugey 2 • 3 • it • 5 
Phenix 
Fessenhei• 1 • 2 
Gravellnes I • 2 • 3 
Dupierre 1 • 2 
Trlcastln 1 • 2 
ITALY 
-
Latlna (e) 
Garl gli ano (f) 
TABLE V 
AINUAL DISCHARGE OF RADIOACTIVE AEROSOLS 
(BETA) FROII NPSs 
Discharge Activity Released (Cl/year) ll•it 
(Cifyurl 1976 1977 1978 1979 
2 2.1x1 0 -1 -1 1. 7x1 0 -1 1. 8x1 0 1. 7xl 0 -1 
2 -5 -2 8.6xlo·2 -1 it.8x10 3. OxJO 1.1 xlO 
(a) 
6. 6x1 0 -it -it 9. 2x1 0 9.8x10-it 
0.5 -3 -3 -3 -2 8.0xl0 6. 6x1 0 it.2x10 2. Ox I 0 
10.5 -2 -2 -2 -2 1. 7x1 0 1.5xl0 I. 9xl 0 it. OxiO 
8. 75 7xl o·3 -3 -2 -it 8. 9xl 0 1. Oxl 0 7. 2x1 0 
3. 25 -2 -3 -5 -it 2.8xl0 1.5x10 1. 2xl 0 2. 7x1 0 
3. 25 2xlo·3 -3 -5 -it it.OxiO 2. 2xl 0 I. 5x1 0 
0.5 -it -2 -3 -it 5.0xiO 1. 2x1 0 5. Ox! 0 6. 7x1 0 
17.5 7x10-3 -2 7.3x10 3.4-xl 0 -2 -1 2.0xl 0 
1. 5 -5 n.a. 3. Ox I 0 -3 it. 2x1 0 -2 3. 2xl 0 
0.125 n.a. n.a. -it 3. 2x1 0 2. 3x1 0 -5 
1 -3 n.a. n.a. n.a. 3. 5x1 0 
-2 
-2 
-2 
-3 0.1 1. 8x1 0 1.3x10 1. 3x1 0 3. 5x1 0 
0.2 -3 -2 -2 -3 1. 7x1 0 9. 3xl 0 1. 2x1 0 6.0x10 
-3 
-2 -3 it. 9x1 0 2. 7x1 0 7.6x10 
0.2 -3 -3 -3 -3 1. 9x1 0 6. 3x1 0 it. 3x1 0 5.1x1 0 
~ 3 8xlf3 -3 -2 -2 (c) 7.5xl0 1. 8x1 0 3.6x1 0 
-3 
-3 n.a. n. a. I. 6xl 0 7. lxl 0 
I. 1 -5 1. 6x1 0 -5 3. 9xl 0 7.6x10 -5 <:. I xl o·2 
3 -2 -2 n. a. 
-
l.BxiO 1. 9x1 0 
2 (d) n.a. n.a. n.a. n.a. 
2 (d) n.a. n.a. n.a. n.a. 
2 (d) n.a. n.a. n.a. n.a. 
-it 
-it 
-5 -it 0.1 1. 2x1 0 I. 8x10 1. 6x1 0 2.3xl 0 
-2 
-2 
-2 2x10-it 3. 2x10 2. Ox I 0 l.itxiO 
1980 
-1 2. 3x1 0 
-2 1.1tx10 
-it 3. Ox I 0 
1. 9x1 0 -3 
-2 3. 7xl 0 
-it 5. 9x1 0 
-3 1. 8x1 0 
-it 3. 8xl 0 
-it 1. Ox I 0 
-2 1.3xl0 
-2 I. 7x1 0 
-3 (2.1x10 
-3 3. 8x1 0 
-3 7.6x10 
-2 7. Jxl 0 
2x1o·1 
-2 2. 2x1 0 
-2 2. 5x1 0 
-2 
<. lxiO 
-2 l.itxl 0 
-2 it. 3xl 0 
it. 5x1 0 -it 
-3 1.3xl0 
-3 1. Ox! 0 
2xl0.1j. 
TABLE V {continued 1) 
Discharge Activity Released (Cl/year) u.u Facility (Cl/year) 1976 1977 
(e) 0.2 -5 Trlno 
-
3.1x10 
Caorso (g) 0.008 n.a. n.a. 
lE TI£RLAIDS 
Dodevaard 0.2 (h) -3 3.6x10 -3 3.1x10 
Borssele 1 -4 1. 3x10 -4 6. 7x10 
UlllED KIIII)(JI (I) 
Bradvell 3xlo·3 Jxl0-3 
Berkeley Jxl0-3 3xlo·3 
llunterston A 1xl0-2(j 1xl0-2(J 
Hunterston B 7xl0-3(J 7xl0-3(J 
Travsfynydd -2 l.JxlO -2 1.8x10 
Hinkley Point A -2 1.3x10 -2 l.Ox10 
RI nkley Point B -2 1. 9x10 -2 1.8x10-
Oungeness A -2 1. 9x10 -2 1.1x10 
Sizevell A -2 1.1x10 -2 1.5x10 
Oldbury 2xlo·3 3x1o·3 
Vlnfrtth -1 1.4x10 
-
Vylfa 8xlo·3 -2 1. OxlO 
(a) Ll•lts for nuclfdes with n/2 > • d. 
(b) U11ts and discharges co1prhe aer~sols and halogens. 
(c) Overall site llllt, Instituted In 1178. 
(d) Ll•lt for four units. 
1978 1979 
-5 2.8x10 -5 l.OxlO 
-6 1.4x10 S.6xlo5 
9.4xlo·4 -3 l.OxlO 
-5 1.4x10 -4 1. 2x10 
4x10-J 4xlo·3 
2xlo·3 3xlo·3 
lxl0-2 
5xtf4 6xlo·2 
-2 l.OxlO -2 1.1x10 
-2 1.1x10 -2 2.0x10 
-2 3.0x10 -2 3.0x10 
-2 1.4x10 9.0x10-3 
-2 1.3x10 -2 1.2x10 
2xlo·3 3xlo·3 
-
-2 1. OxlO 7x1o·3 
(e) l111ts and discharges for latlna and Trlno are expressed as Sr-90 equivalent. 
(f) The li1ltlng overall discharge foriUla applied Is : 
Q{H-3) •• Q(l-131) • Q(Sr-90) • Q(alpha) • Q(other partlculates) ~ 1 Cl/a 
100 1 10-3 10-3 1 ~ 
1980 
-
S.Sxl0-5 
-3 1.6x10 
-
lxl0-3 
3xlo·3 
8x1o·2 
8x10-3 
9xlo·3 
-2 2.5x10 
lxl0-3 
-2 l.OxlO 
4xlo·3 
8xlo·3 
In vhlch Q Is the activity discharged In Cl/a, Q(alpha) Is expresstd In Pu-239 equivalent, and 
Q(other partlculates) In Cs-137 equivalent. The discharges are, howeYir, the su1 of the Individually 
1easured radlonuclldes. 
(g) The ll1ltlng discharge foriUla Is : 
o0 • 0.2 o60 • 0.1 o75 ~ 0.008 Cl/a 
In vhlch 00 Is the activity (Cl/a) discharged at ground level, o60 at a height of 60 1 and o75 at 
75 1. The 1l11t and discharges ar1 expressed as Sr-90 equivalent. 
·~ 
TABLE V (continued 2 ) 
(h) Under revision. 
(i) For the period under review, authorizations for discharge of radioactive gases and aerosols fro• British 
power stations place no li1it on the quantities but require that the best practicable •eans be used to 
•lni•ize the a~ount of radioactivity to be discharged. 
(j) Esti•ated discharges. 

Facll ity 
BELGIUM 
-
Doel 1 • 2 
Tl hange 1 
GERI!ANY 
-
MZFR 
Obrlghel• 
IIUrgassen 
Stade 
Biblls A 
Blblis B 
Neckarwesthel• 
Brunsbuttel 
lsar 
Unterweser 
Ph\ 11 ppsburg 
FRANCE (b) 
-
ITALY 
-
(c) 
Latl na 
Garigll ano 
Trlno 
Caorso 
NETHERLANDS 
Dodewaard (e) 
Borssele 
UNITED KINOOOM {g) 
Hlnkley Point B 
lllnfrith 
TABLE VI 
ANNUAL DISCHARGE OF IOOINE-131 TO ATMOSPHERE 
FROM NPSs 
Discharge Activity Released (Cl/year) 
Ll•lt 1976 1977 1978 1979 (Ci/vear l 
0.2 -3 -3 9xlo·3 5.0xl 0 2. 4xl 0 
-
o. 2 -2 2. Oxl 0 -3 2. 2xl 0 -2 1. Oxl 0 -3 3. Oxl 0 
5xl o·5 -5 
-
3. 2xl().. 
0.5 2xlo·4 6. Oxl 0 -4 -4 7. Oxl 0 -5 8.1xl0 
0.26 -2 4.6xl 0 2. 8xl 0 -2 0.11 -2 6. 7xl0 
-2 2.6x10 2xlf2 2.6xl0 -2 -3 3. 7xl 0 -3 2. 3xl0 
0.7 -2 1.3xl 0 -4 5. Oxl 0 9. Oxl 0 -3 6.5xl0 -3 
o. 7 9. 7xlf3 -3 3.5x10 -3 7. Oxl 0 -2 1. 2xl 0 
0.25 (a) 2xlf3 -2 4. 6xl0 -3 7.0xl0 -4 8.6x10 
0.26 2xlo·5 -2 1.5x10 -2 4.8x10 (2.5x10 -4 
0.5 -5 n.a. 
- -
7.6x10 
0.125 2xl0-5 -3 n.a. n.a. 1. 2xl 0 
0.5 -6 n.a. n.a. n.a. 7.0x10 
lxl0-3 -5 -5 2. 5xl 0 
-
1. 8x1 0 
-
1.0 -2 -2 -2 3.5xl 0 1. 5xl 0 2. 5x1 0 
-
0.05 1. 3xl 0 -7 9xlo·5 -5 4. 2x1 0 -4 1. Ox1 0 
0.1 (d) -3 -4 n.a. n.a. 1.3x10 4. 2x1 0 
0.15 (f) -3 4. 5xl 0 -3 6. 2x1 0 lt-. 4x10 -3 -3 2. Oxl 0 
0.2/t. -3 -3 
-· 
a. 3x1 o 3.-5x10 2.1xl 0 
-
~l.h10 -2 -2 <1.6x10 -2 <1.8xl0 -2 <1. 7xl0 
2.16 0.13 0.15 0.13 3xlf2 
1980 
7xl o·3 
-2 3. 8xl 0 
-4 4. 6xl 0 
6. 2xl 0 -5 
-2 6.0xl0 
-4 l.lxlO 
-3 7. Oxl 0 
-3 5.1x10 
6. 2x10 -3 
1. Oxl 0 -3 
-3 2.1xl 0 
2. 2xl 0 -3 
-
7x1o·5 
-
-
-4 3.8x10 
-3 2. 3xl 0 
-
-2 
<1.4x10 
6xlf2 
(a) Li•lt quoted Is for stack discharges; a different ll•lt, 5xlo·4 Cl/a 1-131, is applied to ground 
level discharges (turbine hall • valves). 
(b) See foot-note (b) to Table V. 
TABLE VI (continued 1) 
(c) li1its and discharges given for Latina, Trino and Caorso apply to halogens in 1-131 equivalent. 
For Garigliano, see foot-note (f) to Table Y. 
(d) The following discharge for~ula is applied: 
00 • o. 2 o60 • 0.1 o75 ~ 0.1 Ci /a 
in which 00is the activity {Ci/a) discharged at ground level, o60 at a height of 60 • and 075 
at 75 •· 
(e) 'Halogen• results. 
(f) Provisional li1tt. 
(g) Since defecthe fuel can be re1oY8d on-load fro• UK Jlagnox and AGR reactors as soon as it is 
detected routine ~easure11nts of the iodine discharges are in general negligible as illustrated 
by the results for Hinlcley '81 for which no sa~ple was aboY8 tbe li•tt of detection. 
Facility 
BELGIUM (a) 
-
Doe1 1 • 2 
Tl hange 1 
IIRMANY 
-
MZFR (b) 
Obrlghel1 
IIUrgassen 
Stade 
Blblis A 
Bib1is B 
Neckarwesthei• 
BrunsbiJtte 1 
lsar 
Unterweser 
Ph111ppsburg 
~(q) 
Chi non 
Chooz 
Monts d 1Arree 
St-laurent-des-Eaux 
Bugey 1 
Bugey 2 • 3 • 4 • 5 
Phenlx (e) 
Fessenhel• 1 • 2 
Grave11nes 1 • 2 • 3 
Dupl erre 1 • 2 
Trtcasttn 1 • 2 
ITALY 
-
latlna 
Garlgliano 
Trlno 
Caorso 
TABLE VII 
ANNUAL DISCHARII OF RADIOACTIVE LIQUID EFFLUENT (EXCLUDING TRITIUM) 
FROM NPSs· 
Discharge 
Ac ti vi ty Re 1 eased (Cl/year) Ll•lt 1976 1977 1978 1979 (CI/vear l 
(24) 49.8 16.9 18.8 4. 50 
( 8) 0.83 3.58 1. 95 o. 97 
5 1.2 0.20 0.17 0.17 
6. 7 t.07 1.57 0.53 0.42 
5 0.24 0.20 0.10 0.26 
10 0.20 0.13 0.10 -2 5.1x1 0 
10 0.26 3x10-2 0.12 o. 21 
1 0.24 0.16 3x10-2 -2 5. 8x1 0 
5 0.63 1.15 1 •• 2 0.39 
5 n.a. 0.04 0.22 0.26 
-3 2 n.a. n.a. 
-
1. 8x1 0 
4 n.a. n.a. n.a. 0.38 
4 0.57 0.23 0.34 0.96 
5 2.56 1. 7 0.53 0.64 
3x10-2 4x1o·2 3x10-2 
8 (c) 2. 97 4. 9 8.1 5. 7 
~ 55 (d) 3.59 3. 9 10.83 2.3 n.a. n.a. 4. 9 19.3 
25 n.a. 2.5 2.4 5.4 
40 (f) n.a. n.a. n.a. n.a. 
40 (f) n.a. n.a. n.a. n.a. 
40 (f) n.a. n.a. n.a. n.a. 
(g) 5.17 4.3 3.3 4.8 
(h) 3.77 4.1 2. 7 0. 76 
(I) 2. 71 1. 4 1.3 2.0 
(j) 0.49 -3 n.a. n.a. 6. 7x1 0 
1980 
2.64 
1.36 
9.5xlf2 
o. 27 
-2 8.1x10 
0.10 
0.24 
-3 8.1xl0 
0.26 
0.14 
-2 4. 9x1 0 
0.12 
1.03 
0.26 
11.0 (c) 
3.2 
15.3 
7.1 
4.0 
1. 6 
2.1 
1.6 
0.77 
-2 2. 9x1 0 
-2 1.2x10 
TABLE VII (contl nued 1 ) 
Discharge Acthlty Re leased (Cl /year) 
Facility Utlt (Cl/year) 1976 1977 1978 1979 1980 
lE l1E RLANOS 
Dodevaard 2.6 0.34 1.1 0.42 0.50 0.48 
Borsse1e 5 0.85 0.43 0.29 0.30 0.12 
UNITED Kllm 
Ca1der (k) 
Chapel cross 700 32.4 9.1 76.5 245.9 8.75 
Bradve11 200 65 66 52 43 39 
(Incl. Zn-65) 
5 Zn-65 0.2 0.3 0.2 0.3 0.1 
Berkeley 200 112 148 32 46 57 
lfunterston A 200 (1) 159 147 60 113 3U (1) 
Hunterston B 100 0.6 1.2 6. 2. 2.6 
plus 700 S.35 0.6 1. 2 1.2 0.45 42 (•) 
Travsfynydd 40 20 13.5 17.5 6 14 
(Incl. Cs-137) 
7 Cs-137 4.3 2.9 3.7 1.5 1.6 
HI nk 1 ey Point A 200 (n) 138 120 110 62 138 
Hlnkley Pilnt B 100 (n) 1.1 1.2 5.1 14 3.8 
plus 700 S.35 1.1 1.3 1.3 2.2 17 
Dungeness A 200 46 45 38 30 24 
Slzeve11 A 200 33 43 25 38 52 
Oldbury 100 50 66 30 19 38 
lltnfrlth (o) 3xl04 (p) 336 379 272 387 487 
llylfa 65 6.5 19 26 16 2 
(a) lltlts are expressed In Currle equivalent. The Curie equivalent Is obtained for each radlonucllde 
by tultlplylng the true curies of each by a risk coefficient defined as the ratio between the 
NPC., (occupational) of 3x1o·5 Cl/13 of a fictitious nuclide aRd the NPCw of the nuclide In question. 
Discharges are given In real curies; In Curie equivalent the values are : 
Doel : 5 Cl-eq In 1976, 0.55 Cl-eq In 1977, 0.67 Cl-eq on 1978. 0.90 Cl-eq In 1979 aRd 0.36 Cl-eq 
In 1980. 
Tlhaage: 0.9 Cl-eq In 1976, 3.7 Cl.eq In 1977, 2.4 Cl-eq In 1978, 1.44 Cl-eq In 1979 and 1.67 Cl-eq 
In 1980. 
(b) NZFR ltquld effluent Is transferred to the decontulnatlon centre at «arlsruhe and Is not 
separately discharged Into the Rhine (see Tables XVII te XIII -liAr dlldtarges). 
(c) Exceptional discharge lltlt of 12 Cl for 1980 
in vhlch Q Is the acthlty discharged In Cl/a and trltiUI Is excluded. 
TABLE VII (conttnued 2) 
(d) Overall site ll1it. 
(e) Phenix liquid effluent is transferred to Karcoule and Is not separately discharged Into the Rh~ne 
(see Tables XVII to XXII). 
(f) Li1it for four units. 
(g) Discharge authorization Is: 
H-3 P-32 Sr-90 Cs-134 • Cs-137 f.Jj A 
• - • 1:::. • 2L ~ 1 Cl /a 
-·-·-· 104 0.5 10 20 3 100 0.1 
where1('is in Kn-54 curie-equivalent, -1'• In Ca-45 equivalent, 'o(' In Pu-239 equivalent. 
(h) Discharge authorization Is: 
H-3 A O.SCs-137 • Cs-134 • O.lCo-58 • 0.3Co-60 • 21-131 lJZf' ~ 
- • ~ • • - • ~ 1 Cl/a 
5x103 1 25 2 1 
where tiJ}I• Is in Fe-59 curie-equivalent, •/J• In Sr-90 equivalent and 'o(' in Pu-239 equivalent. 
(i) Discharge authorization is: 
H-3 1-131 Cs-137 Sr-90 
-·,_......·-· 
104 15 15 0.1 
where ·~· Is in Co-60 curie-equivalent. 
(j) Discharge authorization Is : 
H-3 nil a 3 • 1uy • l(k(. •r'(J'~ 5Ci/a 
10 
• L ~ 1 Ci/a 
50 
where •{!J• is tn P-32 curie-equivalent, •/3~ 1 in Cs-134 equivalent, and 'c( 1 In Pu-239 equivalent. 
(k) Calder liquid effluent is transferred toSellafleld aad Is not separately discharged to tbe Irish Sea 
(see Tables XVII to XXII). 
(1) For the 12 1onth period to the end of May 198~ the discharge was 194 Cl. Fro• ..line 1980 to the end 
of 1980 the discharge was 267 Cl, I.e. 62% of the new ll•lt of 432 Cl, applicable fro• .line 1980. 
(•) Estl1ate. 
(n) There is a single site authorization for the A and B stations. The presentation above represents 
the subdivision in practice between the two stations. 
(o) Site discharges. 
(p) The li•it quoted Is derived fro• the authorized 11•it of 2 500 Ci per •onth, ~nc1udlng trltlu•. 
(q) The values given for the French power stations correspond to total beta activity• total ga~aa 
actlrity discharges for the PIIR stations were In 1980: Bugey 2.3+4-.S 44Ci• Fessenhel• 1•2 
16.6 Cl. Gravellnes 1•2.3 16 Cl. Dalpterre 1•2 6.8 Cl• Tricastln 1•2 7.0 Cl (5). 

:13) 
TABLE VIII 
RADIONUCLIOE COMPOSITION (~)OF LIQUID EFFLUENT (EXCLUDING TRITIUM) IN 1980 
FROM NPSs 
~ BELGIUM Ooel Tl hange 1 1 • 2 e 
C-14 
P-32 
S-35 
Ca-45 
Cr-51 4.4 6.8 
Hn-54 1.4 2.1 
Fe-55 
Co-57 0.04 0.07 
Co-58 23.0 29.4 
Fe-59 0.15 
Co.60 21.8 35.2 
Ni-63 
Zn-65 0.8 
Sr-89 
Sr-90 0.4 
Y-90 
Y-91 
Zr-95 0.08 1 
Nb-95 0.4 2.8 
Ru-103 
Ru-106 
Rh-106 
Ag-110. 
Te-123• 
Sb-124 
Sb.125 
1-131 1.4 10.3 
1-133 0.9 7.5 
Cs-134 22.0 1.4 
Cs-137 23.9 2. 7 
Ba-140 
La-140 
Ce-141 
Ce-144 0.2 0.02 
Pr .. 144 
Pl-147 
Eu-154 
Eu-155 
(a) Plus 5.~ other ~~elides 
(b) Plus 6.~ other nuclldes 
(c) Plus 0.~ other 1111Clldes 
(d) Plus 0. 14~ Te-132 
GERMANY 
Obrlghel1 IIUrgassen Stade Biblis A 
(a) (b) (c) 
2. 2 o. 9 6.1 
1. 7 0.4 2.2 1.6 
0.1 0.02 
11 0.9 9.4 4.2 
o. 2 
so. 7 18.9 37.1 57.3 
0.1 2.4 
< 0.4 1. 2 0.15 
( 0.3 0.5 0.32 
0.2 0.06 0.7 0.06 
0.6 0.1 1. 1 2. 9 
0.5 0.06 
3.4 3. 7 0.08 
2.5 7.6 
0.03 4.0 12.2 
0.05 0.4 
0.2 3.0 0.04 0.8 
4.5 19.9 7. 7 1 
19.4 41.8 22.2 4. 2 
o.s 0.06 
2.2 0.1 0.5 
0.1 
0.4 1 6. 9 
Blblis B 
(d) 
2. 7 
1. 5 
3x1f3 
4.6 
0.06 
30.3 
0.11 
0.04 
0.02 
1.5 
0.3 
0.3 
2.5 
18.7 
0.9 
7.4 
24.5 
0.2 
3.6 
0.1 
o. 7 
TABLE VIII (centl nued 1 ) 
~ ~-· FRAI ~ (fJ leckar- Bruna- lsar Unter- PhUtpps- Chtnon Chooz vesthei• (e bUttel (e) veser burg (g) pe 
t-14 
P-32 
S-35 
Ca-45 
Cr-51 8 5. 7 23.9 46.8 
lln-54 2.9 1.2 30.5 0.2 10.5 18.2 
Fe-55 
Co-57 
Co-58 6 0.1 4.4 8.5 40.6 1.13 3.08 
Fe-59 7.3 1.05 0.25 
Co-60 39.7 18.9 10.3 4.8 7.9 19.7 
li-63 
Zn-65 7. 7_4 2.2 16 0.92 
Sr-89 0.46 7x10 0.85 0.15 
Sr-90 0.02 0.16, 0.04 39.4 1. 72 
Y-90 
Y-91 
Zr-95 3 0.03 
lb-95 0.4 4.3 0.12 
Ru-103 I 
Ru-106 
Rh-106 
Ag-1101 13.2 0.3 35.6 
Te-1231 2.1 
Sb-124 12.6 0.2 21.6 1 
... 125 
1-131 5.6 0.2 0.9 5.1 0.74 
Cs-134 6.6 15.9 0.1 14.8 
Cs-137 9.9 55.6 0.07 28.4 39.4 18.5 
Ba-140 
La-140 
Ce-141 0.02 0.9 
Ce-144 1.8 7.82 
Pr-144 
Pl-147 
Eu-154 
Eu-155 
(e) Plus 0.5~ other ~~~tll .. 
(f) 1978 data. The su1 (S) of the activities of the radtonucltdes giYBn In this table is significantly 
different fro• the beta activity C(l) given h Table VII: 
S(CI) 
/l(Ct) 
Chinon St-Laurent Bugey 1 Chooz Bugey 2+3 Fessenhet• 
-2 3.8xlo_1 3.4x10 
5.54 
8.1 
1. 73 
10.83 
0.81 
0.53 
9.85 
4.89 
4. 71 
2.42 
For the GCRs the difference Is due essentially to S-35, for the PVRs to Co-58 
(g) Plus 1.6~ Na-24 and 0.49% Tc-9911 
TABLE VII I (continued 2) 
I~ FRANCE (f) Bugey 1 Bugey 2·3 pe St-laurent (h) (t) 
C-H· 
P-32 
S-35 
Ca-45 
Cr-51 11.0 0.10 
ltn-54 0.14 0.50 
Fe-55 
Co.57 
Co-58 0.52 86.8 
Fe-59 0.09 
Co-60 18.8 1.56 10.3 
11-63 
Zn-65 0.61 0.17 
Sr-89 
Sr-90 16.4 52.7 
Y-90 
Y-91 
Zr-95 0.61 
lb-95 3. 79 21.4 
Ru-103 
Ru-106 
Rh-106 21.9 
Ag-JH)I 
-
Te-1231 
Sb-124 1.27 
Sb-125 
1-131 
Cs-134 
Cs-137 9.93 10.4 
Ba-140 
la-140 
Ce-141 
Ce-144 27.8 0.09 
Pr-144 
Pl-147 
Eu-154 
Eu-155 
(h) Plus 0.93~ Na-24 
(i) Plus 1. 73~ Na-24, 0.06~ Tc-99111 and 0.4~ W-187 
(j) Plus 0.04~ F-18, 5. 73~ Na-24 and 0.01~ Tc-991 
Fessenhel• 
1 • 2 (j) 
1.89 
6.58 
75.4 
0.87 
8.07 
0.13 
3x1o·3 
1.30 
0.06 
ITALY 
latina GarlgJiano Trtno 
0.22 
2.4 
o. 78 
1.2 
0.05 0.6 4.0 
0.04 
0.19 66.4 5~ 
0.10 
0.20 0.02 
30.3 0.07 0.04 
0.26 
~ 1.0 
9.2 
0.51 1.0 
0.17 
7.0 
0.16 
6.1 4.4 4.1 
25.1 28.6 37.0 
0.47 
14.6 
TABLE VI 11 (conttnued 3) 
~ ITALY 1£ TI£Rl.AI)S Ull U:D-K IN(J)()fl Caorso Dodevaard Birssa1e Chape 1 cross Bradvell Berkeley llunterston K 8 (k) (k) 
C-H .: 0.05 ..&. 0.05 ~ 0.05 
P-32 0.1 < 0.05 
' 
0.05 < 0.05 
8-35 10.3 2.1 14.6 1. 7 
Ca-•5 0.9 3.0 < 0.05 
Cr-51 14.2 1. 7 < 0.05 ~ 0.05 1.8 
Mn-5• 8.7 15.2 1. 1 ~ 0.05 ~ 0.05 0.2 
Fe-55 0.5 1. 7 0.1 < 0.05 
Co-57 
Co-58 "·6 1.0 6 •• 4: 0.05 < 0.05 < 0.05 
Fe-59 1.2 2.6 < 0.05 < 0.05 0.1 
Co-60 9.8 43.4 69.4 0.3 0.5 0.1 0.2 
Ni-63 < 0.05 < 0.05 .c 0.05 
Zn-65 10.2 0.6 0.07 0.1 < 0.05 0.1 
Sr-89 0.3 o.• 0.5 < 0.05 
Sr-90 0.2 0.3 24 6.5 12..8 4.6 
Y-90 6.5 12.8 .. 6 
Y-91 0.1 0.1 < 0.05 
Zr-95 1.2 < 0.05 < 0.05 0.2 
Nb-95 <. 0.05 ~ 0.05 1.0 
Ru-103 
Ru-106 6.9 0.1 < 0.05 o.• 
Rh-106 0.1 < 0.05 < 0.05 
Aq-110. 0.9 0.1 < 0.05 <. 0.05 < 0.05 
Sb-124 0.9 10.6 < 0.05 0.1 < 0.05 
Sb-125 1.1 0.1 0.5 0.4 
Te-125• < 0.05 0.1 < 0.05 
1-131 0.6 0.6 
Cs-13• 0.7 5.6 2. 7 6.9 14.8 9.2 22.1 
Cs-137 0.8 28.5 9.5 41.1 62.7 •5. 1 61.9 
Ba-140 2.0 
La-1~ 
Ce-141 
Ce-1" 3.1 0.1 9.1 0.1 0.1 0.9 
Pr-144 0.1 0.1 < 0.05 
Pl-147 2.6 0.2 < 0.05 
Eu-154 ~ 0.1 < 0.05 < 0.05 Eu-155 0.2 < 0.05 < 0.05 < 0.05 
(k) 1979 data 
TABLE VIII (contl nued 4) 
~ UNITED-KINIDOM Hunter- Travs- Hlnk1ey Hlnk1ey Dungeness Slzeve11 Oldbury llylfa e ston B fynydd Point A Point Bii 
C-14 fc: 0.05 <. 0.05 "0.05 4! 0.05 < 0.05 ' 0.05 <. 0.05 "" 0.05 
P-32 0.2 <. 0.05 <. 0.05 0.5 < 0.05 <. 0.05 ~ 0.05 c::. o. 05 
S-35 95.0 34.7 11.4 81.7 2.4 9.1 50.0 33.1 
Ca-45 0.5 0.2 0.1 7.0 0.6 0.9 1.0 0.4 
Cr .. 51 0.3 < 0.05 < 0.05 2.6 <: 0.05 < 0.05 < 0.05 c::: 0.05 
Mn-54 0.1 < 0.05 < 0.05 0.09 <: 0.05 < 0.05 411: 0.05 0.5 
Fe-55 ~ 0.05 0.4 0.1 0.3 0.6 0.3 0.8 15.0 
Co-57 
Co-58 0.1 ~ 0.05 <0.05 <: 0.05 " o.a5 < 0.05 < 0.05 c::. 0.05 
Fe-59 0.1 <. 0.05 <0.05 < 0.05 .c:. 0.05 ~ 0.05 < 0.05 0.1 
Co-60 1.2 0.1 ~ 0.05 1.8 0.1 < 0.05 0.2 1.8 
Nl-63 0.1 < 0.05 le 0.05 0.2 ~ 0.05 c::. 0. 05 c::: o. 05 <::. 0.05 
Zn-65 0.5 ~ 0.05 I< 0.05 1.5 '0.05 c: 0.05 0.1 0.1 
Sr-89 <. 0.05 < 0.05 0.4 1 0.3 0.6 0.6 0.3 
Sr-90 < 0.05 12.7 7.9 < 0.05 9.0 7.0 6. 7 3.6 
Y-90 < 0.05 12.7 7.9 < 0.05 9.0 7.0 6. 7 3.6 
Y-91 < 0.05 (0.05 (0.05 < 0.05 < 0.05 0.1 <0.05 0.2 
Zr-95 0.5 <. 0.05 0.3 0.07 c::. 0.05 c::: 0.06 < 0.05 c::: o.os 
Nb-95 <0.05 1. 7 0.4 0.2 c::: 0.05 c::: 0.05 < 0.05 0.1 
Ru-103 
Ru-106 0.2 4.6 1.5 < 0.05 < 0.05 0.1 0.1 0.2 
Rh-106 c:: 0.05 4.6 1.5 c::: 0.05 < 0.05 0.1 0.1 0.2 
Ag-110. ~ 0.05 < 0.05 <0.05 ~ 0.05 1-c= 0.05 c::: 0. 05 < 0.05 0.1 
Sb-124 0.1 0.1 0.1 0.9 ( 0.05 0.1 0.5 c:::. 0.05 
Sb-125 ~ 0.05 12.5 3.5 < 0.05 0.1 0.1 0.3 0.1 
Te-125• < 0.05 2.6 0.9 < 0.05 , ~ 0.05 c:. 0.05 0.1 0.1 
1-131 
Cs-134 0.1 2 8 0.2 9.5 13.3 2.0 2.5 
Cs-137 0.2 7.4 50.7 0.2 67.2 59.3 29.6 35.7 
Ba-140 
la-140 
Ce-141 
Ce-144 0.2 0.9 1. 9 o. 7 0.1 o. 7 0.1 0.1 
Pr-144 < 0.05 0.9 1. 9 0.7 0.1 o. 7 0.1 c::. 0.05 
P.-147 ~ 0.05 1. 7 1.0 0.2 1.0 0.6 0.9 2.2 
Eu-154 ~0.05 ,0.05 0.2 < 0.05 < 0.05 < 0.05 < 0.05 < 0.05 
£u-155 <:~ .c:0.05 0.1 £0..05 <. 0.,05 
"' 0.05 4:. 0.05 ..::; 0.05 
(i) Co•posltlon based on discharges for one calendar quarter. 

Facill ty 
BELGIUM 
o;;n-. 2 
Tlhange 1 
GERMANY 
-
MZFR 
Obrlghela 
WUrgassen 
Stade 
Bibll s A 
Biblls B 
Neckarwesthel• 
Brunsbuttel 
lsar 
Unterweser 
Phil i ppsburg 
FRANCE 
-
Chi non 
Chooz 
Monts d1Arree 
St-Laurent-des-Eaux 
Bugey 1 
Bugey 2 • 3 • ~ • 5 
Pheni x (b) 
Fessenhei• 1 • 2 
6rave11nes 1 • 2 • 3 
Daapierre 1 • 2 
Tricastln 1 • 2 
ITALY 
-
Latlna 
Garl gll ano 
TABLE IX 
ANNUAL TRITIUM DISCHARGE IN LIQUID EFFLUENT 
FROM NPSs 
Discharge Activity Released (Cl/year) 
Lialt 1976 1977 1978 1979 (Cl/year) 
3 600 280 ~75 632 631 
~ 000 162.3 320 356.1 282 
880 1 200 1 000 1 100 
500 H~ 116 130 136 
300 25 ~2 53 ~1 
1 300 ~5 1~2 133 146 
1 600 320 180 3~5 168 
1 600 22 155 WO 320 
500 5 83 13~ 102 
1 000 2 9.1 19 2.2 
500 n.a. 0.04 4.6 22 
950 n.a. n.a. o. 22 107 
500 n.a. n.a. n.a. 2.1 
500 106 110 131 139 
3 000 1 929 2 600 1 748 2 810 
27 41 28 116 
1 000 509 350 68~ 770 
~ 195 240 38~ 36 5 000 (a 89.8 960 n.a. n.a. 
2 000 n.a. 83 832 670 
3 000 (c n.a. n.a. n.a. n.a. 
3 000 (c n.a. n.a. n.a. n.a. 
3 000 (c n.a. n.a. n.a. n.a. 
(d) 
5 9. 9 7.6 20.2 
18 15.0 10.3 2.0 
1980 
670 
33~ 
700 
89 
57 
62 
405 
5~1 
81 
2. ~ 
38 
238 
10.3 
120 
2 986 
13.8 
420 
33 
1 440 
780 
110 
204 
280 
). 
o. 7 
2. 2 
TABLE IX (continued 1) 
Facility 
Discharge Activity Rlleased (Cl/year) 
lt'tt (Cl year) 1976 1977 1978 1979 
Trlno 143 1 736 2 082 929 
Caorso n.a. n.a. 1 2.4 
liE THERIJIIOS 
Dodewaard 200 23 21.1 46.2 30 
Btrssele (e) 41 39.7 226 225 
UIIJED kii(J)Ofl 
Ca1dtr (f) 
Chape1cross 150 8.8 1.8 30.8 75.9 
Bradve11 1 500 309 199 103 119 
llrtceley 1 500 30 51 16 43 
llunterston A 1 200 66 56 53 89 
Hu1derston B 40000 
" 
55 2 289 2 025 
Trawsfynydd 2 000 16 13 15 56 
Hlnkley Point A 2 000 (g) 24 33 53 96 
Hlnk1ey Point B 18 000 (g) 2.5 739 1 590 4 320 
Dungeness A 2 000 34 26 32 21 
Slzewe11 A 3 000 62 
" 
29.5 43 
Oldbury 2 000 19 15 7 6 
Vlnfrlth (h) 30 000 (I) 5 119 2 075 1 181 2 765 
llylfa 4 000 198 288 1 052 123 
(a) Overall site llalt. 
(b) Phinlx liquid effluent Is discharged with Rarcoule site effluent (see Table XIX). 
(c) Ualt for four units 
(d) See foot-notes (h) to (k) to Table VII. 
(e) lo annual llalt• only a concentration llalt on cooling water discharges 
1980 
101 
5.0 
15 
169 
2.54 
63 
76 
21 
2 969 
27 
53 
4 430 
8 
28 
8 
1 210 
306 
(f) Caldtr liquid effluent Is transferred to Se11afleld and Is not separately discharged to the Irish 
Sea (see Table XIX). 
(g) See foot-note (o) Tab le VII. 
(h) SIte dl scharges. 
(I) See foot-AOte (q) to Table YIIJ 
TABLE X 
IIAXIIIUH IITPOmETICAl EXPOSURE 11 1980 FROII GASEOUS EFFLIIEITS (IOBLE GASES AND IOOINE-131) FROII IPSs (a} 
He! ght (b) Dose {area) 
Faclll ty of c~ilease at 0.5 ka at 5 ka 
Whole body Skin Whole body Skin Thyroid 
(ga•aa) (beta only) {guu) (beta on1 y) (c) 
BELGIUM 
-
Doe 1 1 • 2 48 0.1 0.1 0.006 0.009 0.07 
Tl hange 1 160 0.07 0.03 0.01 0.01 0.05 
GERIIANY 
-
IIZFR 100 0.01 0.004 <. 0.001 c::. o. 001 0.002 
Obri ghela 60 0.01 0.006 c: 0.001 c:: 0.001 < 0.001 
Wurgassen 67 0.7 1 0.04 0.1 0.5 
Stade 80 0.02 0.009 0.001 <. 0.001 < 0.001 
Blblis A • B 100 0.007 0.01 < 0.001 0.002 0.06 
Neckarwesthel• 150 0.03 0.02 0.002 0.003 0.03 
Brunsbutte 1 100 0.003 0.001 <: 0.001 <. 0.001 0.005 
lsar 130 0.05 0.01 0.004 0.003 0.008 
Unterweser 100 0.006 0.004 <.. 0.001 <. 0.001 0.01 
Phi1ippsburg 100 0.06 0.02 0.004 0.002 
~(d) 
Chi non 50 0.8 0.5 0.05 0.04 0.08 
Chooz 18 0.2 0.5 0.009 0.01 1 
St-Laurent-des-Eaux 78 0.5 0.2 0.03 0.02 1 
Bugey 1 85 ~ 0.7 0.3 0.04 0.04 Q..3 Bugey 2 • 3 • 4 • 5 62 
Phenlx 70 0.007 0.002 c:::. 0. 001 < 0.001 0.08 
Fessenhela 1 • 2 56 0.1 0.09 0.005 0.008 O.l 
Gravelines 1 • 2 • 3 62 0.09 0.08 0.005 0.007 0.4 
Ouplerre 1 • 2 62 0.05 0.05 0.003 0.004 0.004 
Trl castl n 1 • 2 62 0.09 0.08 0.005 0.007 0.01 
ITALY 
-
latlna 52 o. 7 0.4 0.03 0.03 0.01 
Caorso 57 0.01 0.01 < 0.001 c::. 0.001 
(14) 
TABLE X ( coatt nued 1 ) 
Height (b) Dose (•re•) 
Facility of release •t 0.5 k• at 5 k• (•) 
Whole body Skin Whole bedy Skin Thyroid 
(o-a) (beta only) (g~~~a) {beta only) (c) 
I£TI£RUIDS 
Dodevaard 100 0.2 0.07 0.01 0.009 0.005 
Borssele 57 0.001 0.01 c 0.001 c: 0.001 
UlllED KIIOOOII 
Calder 12 12 0.5 0.5 
Chapel cross 14 13 0.6 0.5 
Bradvell 0.4 0.4 0.02 0.02 
Berkeley 4 4 0.2 0.2 
Hunterston A • B 9 9 0.4 0.4 
Travsfynydd 21 20 0.9 0.8 
Hlnk1ey Point A • B 35 34 1.5 1 
Dungeness A 0.2: 0.2 0.01 0.008 
Stzevell A 21 20 1.9 0.8 
Vlnfrtth 6 6 0.3 I 0.3 0.5 
ta) Calculations based on P.ssl1istlc assu•ptlons. 
(b) The effective height of release Is taken as the height of the discharge point except for: 
- Tihange and leckarvestbel• vhere the latter height vas 10dlfled·io take account of local 
topography ; 
-U.K. A6R/OCRs for which the effective height vas reduced to 30 • to take Into account building 
entral neent. 
For sites vith tvo or 1ore stations a single dtscharge -point Is asau~ed. 
(c) Dose to the thyroid of an Infant drlaklag only •Ilk fraa cattle grazing at thts distance. 
For the French stations In this Table lt Is conservatively assu1ed that the entire 
dhcharge ter~ed •radioactive aerosols and gaseo11s halogens• (Table Y) can be attributed to lrl31. 
(d) lo discharge data for ••ts d1Arrfe are available for 1980 but the energy output vas sl1tlar to 
that In 1978 and heace the discharges, being aalnly arg~n-41, were probably little different: 
The calculated 1978 doses were 46 arn to the vhole body and 19.,... to the skin (beta dose) at 
0.5 k•; at 5 k1 the doses vere 10re than an order of lagDttude lover. 
TABLE XI 
RADIOACTIVE WASTE DISCHARI£ FROII NPSs PER UNIT NET ELECTRICAL ENERGY PROOUCED 
Net electricity Activity Released per GWh 
Faci 11 ty production Gaseous effluent Liquid effluent 
Year (GWh) (noble gases} Tri tlu1 excluded Tri tlu• alone lc1 /GWh l l•Ci IGWh l l1Ci IGVh l 
BELGIU" 
-
Doell•2 1976 5 068 0.16 9.82 55.25 
1977 5 407 0.14 3.13 87.85 
1978 5 482 0.09 3.43 115.29 
1979 5 810 0.21 0.77 108.6 
1980 5 680 0.45 0.46 118.0 
Tihange 1 1976 4 405 1.05 0.19 36.84 
1977 5 843 0.25 0.61 54.77 
1978 6 364 0.25 0.31 56.0 
1979 5 154 0.07 0.19 54.71 
1980 6 173 0.44 0.22 54.11 
GERitANY 
"ZFR 1976 394 2.50 2 234 
1977 295 1.07 4 068 
1978 390 1.05 2 564 
1979 379 1.43 2 902 
1980 327 1.07 2 141 
Obrighei• 1976 2 210 0.15 0..54- 65.16 
1977 2144 0.17 0.12 54 .. 10 
1978 2 220 0.20 0.08 58.56 
1979 2 372 0.04 0.07 57.33 
1980 2 125 0.05 0.04 41.88 
Wurgassen 1976 3 679 0.13 0.30 6.80 
1977 3 639 0.22 0.43 11.54 
1978 2 741 1.19 0.19 19.34 
1979 1 529 2.81 0.27 26.81 
1980 3 798 2.06 0.07 15.0 
Stade 1976 5 187 2.02 0.06 8.29 
1977 5 156 0.64 0.07 25.21 
1978 5 238 0.09 0.02 25.39 
1979 4217 0.05 0.06 34.62 
1980 4 167 0.07 0.02 14.88 
Blblis A • B 1976 5 722 0.26 0.08 59.77 
1977 14 177 0.30 0.01 23.62 
1978 12 752 0.15 0.02 54.25 
1979 12 589 0.09 0.02 38.76 
1980 9 351 0.09 0.04 101.17 
TABLE XI {continued 1) 
let electricity ~ Actlvtty · Ael .. sed per &Vh 
Facility production Gaseous effluent U qut d ~ffl uent 
Year {&Vh) {noble gases} Trttla e~luded rc~:i;,:\one (('I /roVh \ C.C../Cflh .. 
leckarvastheta 1976 .1 958 0.32 0.11 2.55 
1977 ~ 9:\7 0.38 O.OJ 16.78 
1978 ~ 938 0.02 0.006 27.14 
1979 3 525 0.05 0.02 28.94 
1980 5 ~74 0.24 0.001 1~.80 
Brunsbutte1 1976 1 032 0.94 t..11 1.M 
1977 3 31~ 0.94 0,.35 2. 75 
1978 2 32~ 3.26 0.61 8.18 
1979 
1980 715 0.23 . 0.36 3.36 
lsar 1977 76 0.30 0.53 0.53 
1978 .2 337 0.46 0.09 1.97 
1979 5 21~ 0.~4 0.05 ~.22 
1980 ~ 209 0.18 0.03 9.03 
Unterveser 1978 788 0.07 
-
0.28 
1979 8 079 0.13 0.0002 13.2~ 
1980 9 27~ 0.06 0.005 25.66 
Phllippsburg 1979 1 677 0.3~ 0.23 1.25 
1980 1 735 0.33 0.07 5.94 
' 
FIWICE 
-
Chtnon 1976 2 ~52 2.01 0.23 ~.23 
. ' 1977 3 305 1.19 0.07 33.28 
1978 3 361 
-
0.75 0.10 38.98 
1979 2 750 0.74 0.35 50.5~ 
1980 3 756 0.78 0.27 31.95 
Chooz 1976 1 362 3.63 1.88 1 ~16.30 
1977 2 ~2 1.14 
' 
0.69 1 056.05 
1978 2 008 1.61 0.28 870.52 
1979 1 693 ~.5~ 0.38 1 659.77 
1980 1 810 1.~7 0.14 1 6~9. 72 
llonts d 1Arree 1976 518 ~9.07 0.06 52.12 
1977 ~78 GM 
1978 526 0.06 
1979 539 
1980 521 
St-Laurent-des-Eaux 1976 5771 0.50 0.51 88.20 
1977 5 523 0. 76 0.89 63.37 
1978 6 160 1.10 1.31 111.0~ 
1979 • 1$ O.i\6 O.f4 127.19 
1980 2887 l.Q ,. 156.31 
-
... , 1 1976 1405 0.90 1.05 57..27 
1977 3 456 0.69 1.13 69." 
1978 2 610 1.11 4.15 147.13 
1979 3 029 0.90 0.76 11.89 
1980 4~ 0.77 0.79 8.15 
TABLE XI (continued 2) 
Net electricity Act! ity Released per Gllh 
., 
Gaseous affluent Liqui effluent Facility production (noble gases) Trltl u1 exc 1 uded Tritlu• alone 
Year ( Gllh) (Cl /GIIh) (•Ci/GWIQ J•Ci/G'tlh) 
I 
Bugay 2 • 3 • 4 • 5 1978 923 0.12 5.3 97.29 
1979 12 657 0.11 1.52 75.85 
1980 22 053 0.14 0.69 65.30 
Phenlx 1976 948 0.25 
1977 296 0.43 
1978 1 231 0.11 
1979 1 718 0.08 
1980 1 316 0.10 
Fessenhei1 1 • 2 1977 994 1. 91 2.52 83.50 
1978 11 832 0.17 0.20 70.32 
1979 9 053 0.24 0.60 74.01 
1980 11 109 0. 22 0.64 70.21 
Grave lines 1 • 2 • 3 1980 3 341 0.66 1.20 32.92 
Dupl erre 1 • 2 1980 2 784 0.47 0.57 73.28 
Tricastln 1 • 2 1980 4277 < 0.51 0.49 65.47 
ITALY 
-
Latl na 1976 947 2.62 5.46 5.28 
1977 1 022 2.36 4.21 1.69 
1978 1 185 2.21 2. 78 6.41 
1979 787 2.49 6.10 25.67 
1980 893 2.62 1. 79 o. 78 
Garlgliano 1976 1 145 209.16 3.29 15.72 
1977 443 203.04 9.26 33.86 
1978 452 150.79 5.97 22.79 
1979 
-
1980 
-
Trino 1976 1 512 0.12 1. 79 491.40 
1977 1 750 0.03 0.80 992.00 
1978 2 095 0.25 0.62 993.79 
1979 705 0.27 2.84 1 317.73 
1980 
-
Caorso 1978 458 0.20 1.07 2.18 
1979 982 0.28 0.007 2.44 
1980 1 222 0.08 0.10 
NETHERLANDS 
Dodewaard 1976 407 15.31 0.84 56.51 
1977 360 36.15 3.06 58.61 
1978 409 10.52 1.03 112. 96 
1979 384 8.36 1.30 78.12 
1980 382 5.26 1.26 39.27 
Borssele 1976 3 274 1.19 0.26 12.52 
1977 3 142 0.32 0.14 12.64 
1978 3 424 0.12 0.08 66.00 
1979 2 901 0.07 0.10 77.56 
1980 3 593 0.10 0.03 47.03 
TABLE XI (continued 3) 
ht electricity Activity llileaud per (Jih' 
Facl11 ty production. Gaseous effl .. t Liquid effluent {noble gases) Trlttu. excluded Trltlua alone 
Year (811h) {Ct/Gwh) (.Ct/811h) (.CI/811h) 
UlllED K 11111011 (a) 
Chapel cross 1976 1 527 21.2 5.76 
1977 1 376 6.61 1.31 
1978 1 ~2~ 22 53.72 21.63 
1979 1 318 186.57 57.59 
1980 1 294 6.76 1.96 
Bradve11 1976 1 736 31.61 178.0 
1977 1 720 38.55 115.70 
1978 1 528 10 ~13 67.~1 
1979 1 38~ 31.07 85.98 
1980 11~ 3~2.11 552.63 
Berke1ey 1976 1 979 56.59 15.~1 
1977 1 825 81.10 28.05 
1978 1 ~u 8 22.11 7.5? 
1979 1 478 31.12 29.09 
1980 1 233 ~.23 61.6~ 
Hanterston A 1978 22n n.l2 29.95 
1977 2 185 67.25 25.62 
1978 2 129 9 28.18 2~.89 
1979 2099 53.8~ ~2.40 
1980 2.089 10.05 
Hunterston B 1976 1 342 1.~9 0.~ 33.01 
1977 2 735 2.19 O." 20.11 
1978 2 158 2.0~ 2.78 1 060.70 
1979 2 2~9 0.89 ~40 
1980 3 961 0.78 0.~9 n!I.S6 
Travsfynydd 1976 3 02~ 6.61 5.29 
1977 2986 ~.52 ~.35 
1978 2 578 so 6.79 5.82 
1979 2 812 2.13 19.91 
1980 1 4e6· 9.55 18.~2 
Hlnk1ey Potnt A 1976 3 199 ~.1~ 7.~1 
1977 3247 36.96 10.19 
1978 3 183 25 3,56 16.68 
1979 2 789 22.2 34.42 
1980 3 083 44.76 17.19 
Ht'*1ey Petnt 8 1977 1 044 1.15 707.85 
1978 2 793 1.83 569.28 
1979 4 554 3.07 948.62 
1980 53~ 0.75 0.96 828.66 
Dungeness A 1976 2 732 16.95 12.52 
1977 2 819 16.07 9.22 
1978 2 667 11 1,29 12.0 
1979 1 169 25.66 17.96 
1980 ~ s21.n 173.91 
(a) Discharges of noble gases (Ar41) froa U.L II:Rs are In aost cases proportional to pover leYels~ 
hence a single value Is glftn In such cases. 
TABLE XI (continued 4) 
Net electricity Activity Released per GWh FaciHty Gaseous effluent liquid effluent production (nob 1 e gases) Trltlua excluded! Trltlua alone 
Year (GWh) (CI/GIIh) (aCi/GIIh) (aCI/&Ah) 
Sizewell A 1976 3 403 9;70 18.22 
1977 3 324 12.94 13A4 
1978 3 372 18 7.41' 8. 75 
1979 3 310 11.48 12..81 
1980 2 792 18.62 10.03 
Oldbury 1976 3 017 16.71 6.43 
1977 3 110 21.22 4.82 
1978 3 067 9.91 2.41 
1979 3 184 5.97 1. 88 
1980 3 296 11.53 2.43 
Vylfa 1976 It 818 1.35 41.10 
1977 4 984 j..el 57.78 
1978 3 801 6.95 276.77 
1979 5 200 3.08 23.65 
1980 5 764 0.35 53.09 
Dounreay 1976 93 ~ 5.38 
1977 175 0.006 
1978 232 ~ 2.59 
1979 158 <. 2.53 
1980 70 ~ 5. 71 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
IS) 
TABlE XII 
GENERAL CHARACTERISTICS Of IUCI.EAR FUEL REPROCESSING PLANTS (NFRPs) 
Facility/location Types of fuel No1lnal annual Fl rst Vater body receiving 
reprocessed capacity (t) 'Hot Run' 11 quid effluents 
GERMAIY 
VAK (Karl sruhe) 1 LVR 35 1971 Rhine (a) 
BadenJWurte1berg 2 lftfR 
FRANCE 
-
La Hague 1 GCR ~!{b) 1966 ! Eogllsh Channel Manche 2 LVR 1976 3 FBR 
Marcoule (e) GCR 1958 Rh3ne (a) 
Gard FBR (e) 1974 
UN IT EO K INGOOM 
Dounreay 1 MTR 0.3 1958 ! Atlantic Ocean (a) Caithness 2 FBR 1961 (c) 
Sellafleld GCR 2 000 1952 (d) lrl sh Sea 
Cu•brta 
(a) The liquid effluent fro. this Installation Is treated and discharged vlth that fr01 other 
Installations vhlch 1ay contribute significantly to the discharges recorded In the tables vhlch 
foll ov : thus the VAK 11 quid effluent quoted is that fro• the Karl sruhe Nuclear Research Centre 
as a whole and that for Dounreay and Marcoule Includes the effluent fro• all Installations on 
their respective sites. 
(b) The capacity for LVR fuel vlll rtse to 800 t per year by 1985-81 and reprGcessl ng of GCR fuel vlll be 
progressively transferred to Marcoule. A residual capacity for GCR fuel, 150 t per year, vtll be 
retained, this fuel being used to dilute FBR fuel to be processed in the 1ain plant. An additional 
s1all plant for FBR fuel alone processed about 1 t ef fuel 11 the parted 1966-1979. 
(c) Present plant co11issioned 1980. 
(d) Present plant started operation in 1964 (I.e. using the Purex process). 
(e) Total throughput of about 9 t of fuel. 

TABLE XIII 
ANNUAL DISCHARGE OF KRYPTON-a5 FROM NFRPs 
Discharge Activity Released (Ci/year) 
Facility li•it 1976 1977 197a 1979 19ao (Ci/vear} 
lJAK 2.5x10 5 (a) a. 5 7xl 0 If. 1.15x10 5 3. 36xl 0 If. 5. 06xl 0 If. 3. 2/t.xlO If. 
la Hague 1.3xl 0 7 3. 5 xl 0 5 6. 71x10 5 5 7.a6x10 6. 43xl 0 5 a. 25xl 0 5 
Harcoule 1. 6xl 0 6 9.2 xlO If. 1.17x10 5 3.08x10 5 2.a~lo5 5.l51xl 0 5 
Dounreay (b,c:) 
- - -
... 3x103 
Se 11 a fie 1 d (b) 1. 2x10 6 ax105 7x105 9.4 x105 8.4 xlO 5 
(a) Hanage1ent allocation within the overall site prtvisions; the WAK allocation for kryptD..SS was 
5 3.5x10 Ci pior to 19aO 
(~·) There is no quantified 1i1it; the authorization requires that the best practicable 1eans be 
used to •lni•lze the discharge of radioactive substances 
(c) lob le gas discharges are not aoal tired.' "I or to 1980 reprocessing ~ coaflned to Dounreay Fast 
Reactor (OFR) and "TR fuel. lt vas assu1ed fer DFR fuel that all noble gases escaped Into the 
reactor coolant aid vera thea released fro• the reactor• In consequence discharges ff'OII reprocesstng 
are assUI8d to be 1nl1 1• HTR fuel contains little krypton-a5. 
Fuel fro~ the Prototype Fast Reactor (PFR) vas first processed In 1980 and lt Is assUI8d that all 
krypton-SS generated In the fuel Is released on reprocessing. Thus the 1980 discharge value 
corresponds to the calculated krypton-SS Inventory. 

TABU XIV 
ANNUAL OISCHAR(£ OF RADIOACTIW: AEROSOLS (ALPHA) FROII IFRPs 
Discharge Acitivity Released (Ci/year) 
Faciltty li•lt 
(Ci/year) 1976 1977 1978 1979 1980 
WAK lxl0-2 (a) -3 3.0xl0 -3 2. 9xl0 4.6x10 -3 8.1xl0 -4 4. 4xl 0 -4 
la Hague 2 (e) 2x10-8 2. 9x10 -6 3.0x10 -5 (d) (d) 
Marcoule -3 l.lxlO (f) 1. 8xl 0 -5 8.7x10 -5 -5 4.6x10 (d) (d) 
<: -2 (5xl0-3 -3 2xlf3 -2 Dounreay (b) 2.1x10 1. 4x1 0 1.6x10 
Se 11 afie 1 d (b,c) -2 5.1x10 2. 8x1 0 -2 3.6x10 -2 3.0x10 -2 -2 1. 5xl 0 
I 
(a) See foot-note (a) to Table XIII 
(b) See foot-note (b) to Table XIII 
(c) No gross alpha values are available for 1979 and 1980; the values shown represent the su• of 
plutonlu•- 238/239/240, Mericlu•-241 and curiu• - 242. In 1978 these nuclides totalled 
0.0274 Ci co•pared with 0.036 Cl attributed to gross alpha activity. 
(d) No data have been received on alpha activity discharged to at•osphere. 
(e) Total aerosol activity• H11t tntroduced 22.10.80 
(f) Li•lt introduced 20.05.91 

TABLE XV 
ANNUAL DISCHARGE OF RADIOACTIVE AEROSOLS (BETA) FROM NFRPs 
Discharge Activity discharged (Cl/year) 
Facility u.u 
(Cl/year) 1976 1977 1978 1979 1980 
WAK 2. 0 (a) O.llt 0.3 8.1txl 0 -2 6. 6xl 0 -2 -2 2. 5xl 0 
la Hague 2 (e) a. 9xl 0 -3 3. 7xl 0 -3 3.3x10 -3 9.3x10 -3 3. 3xl 0 -3 
llarcoule 2.2. (f) 3. 6xl 0 -2 lt. 5xl 0 -3 9. 3xl 0 -3 4-Sxlo·2 -3 t.hlO 
Dounreay (b,c) (8.3 (2.0 0..16 0..25 1.32 
Sell afield (b,d) lt.6 9. 7 8.4 7. 7 llt.l 
(a) See foot-note (a) to Table XIII 
(b) See foot-note (b) to Table XIII 
(c) Values represent the su• of zlrcoat•/•tobtua -95,ruthenta -106, caesta -137 aad certa11 -144 
in 1976 and 1977; ·strontlua~~90 Is also included for 1978, 1979 and 1980. 
(d) The 1979 and 1980 values represent the su• of strontlua-90, zlrcontua/•toblut -95, rutbe1tua -106, 
caesiu1 -13/t/137 andcerta •144. In 1978 these nuclides totalled 9.06 Cl co1pared with the gross 
beta result of ~Cl 
(e) Total urosol acthttyl llalt Introduced 22.110.80 
(f) Ll•lt lntroduoed 2Q..1)5.;81 

16) 
TABLE XVI 
ANNUAL OISCHARII OF TRITIUM TO ATMOSPHERE FROM NFRPs 
Discharge 
Faclli ty li•tt 
(Cl/year) 
WAK 1 x103 (a) 
la Hague 6x104 (d) 
Marcou1e 2. 7x10 5 (e) 
Dounreay (b) 
Se 11 afte 1 d (b) 
(a) See foot-note (a) to Table Xllh 
(b) See foot-note (b) to Table XIII. 
Activity discharged (Cl/year) 
1976 1977 1978 1979 
102 (c) 190 125 167 
49 304 112 193 
120 75 1 712 1 912 
1. 2xl 0 4 8x103 6x103 7.8x10 3 
(c) Calculated result based on later expert•ental work. 
(d) Ll•lt Introduced 22.10.90 
(e) ll•lt htroduced 20.05.81 
1980 
80 
248 
2 172 
6. 8xl 0 3 

TABLE XVII 
ANNUAL DISCHARGE Of RADIOACTIVE LIQUID EFFLUENT (ALPHA} FRON NFRPs 
Discharge Activity discharged (Cl/year} li•l t Facility (Cl/year} 1976 1977 1978 1979 1980 
(a} (b} -3 <2. -3 -3 WAK 
- -
~1.5x10 .3x10 (1.8x10 
la Hague 45 (c) 9. 9 18.2 13.9 18.6 13.8 
ltarcoule (a} 4 (d) 0.3 0.36 0.36 o. 7 2. 4 
Dounreay (a} 240 (e} 11 6 8 13 5 
Sellafleld 6 000 (f) 1 614 1 241 1 837 1 677 1 045 
(a} ltay Include significant contributions fro• other site installations 
(b) In 1976-77 all sa.ples were below the ll1it of detection for gross alpha activity as were over 
95% sa.ples in 1978-80. 
(c) li1it Introduced 22.10.80 
( d} li 1H Introduced 20. 5. 81 
{e) Not •ore than 60 Cl In any period of three successive calendar •onths 
(f) In addition a li1it of 1ore than 2 000 Cl In any period of three successive calendar 1onths 
Is l1posed. 

TABL£ XVI I I 
ANNUAL DISCHAR(£ OF RADIOACTIVE LIQUID EFFLUENT (BETA EXCLUDING TRITIUfl) FROfl NRFPs 
Discharge Activity discharged (Cl/year) Faci 11 ty li•it 
(Cl/year) 1976 1977 1978 1979 1980 
WAK (a) 0.038 0.011 0.014 0.017 0.022 
la Hague 45 000 (b) 19 300 20 689 29 501 26 956 25 355 
flarcou1e (a) 4000 (c) 624 816 952 605 1 019 
Dounreay (a) 24 000 (d) 1 365 920 406 844 1 710 
Se 11 afie 1 d 300000 (e) 183 482 192 768 192 550 109 676 116 391 
(a) flay include significant contributions fro• other site installations 
(b) Introduced 22. 10. 80 
(c) Global H•tt (ur:1adlnt trltlu1, strontiu• -90 and caeslu• -137) Introduced 20.5.81 
(d) Not 10re than 6 000 Cl In any period of three consecutive calendar 1onths Including alpha 
but, In application, excluding tritiul. 
(e) Not •ore than 75 000 Cl in any period of three consecutive calendar •onths • the 1ethod of 
applying the li1it effectively excludes trltlu•. 

TABLE XIX 
ANNUAL DISCHARGE Of RADIOACTIVE LIQUID EFFLUENT (TRITIUM) FROM NFRPs 
Discharge Activity discharged (Ci/year) Facility U1it 1976 1977 1978 1979 1980 {Ci /vear) 
WAK 3 100 2 400 1 300 2 100 1 000 
la Hague 106 (a) 7 132 8 957 19 682 14 571 14 580 
Marcoule (b) 4 (c) 3 156 7 295 8 014 11 185 6. 8x1 0 3 204 
Dounreay (b) 104 30 356 30 350 
Se11afle1d 32 460 24 716 28 371 31 779 34 678 
(a) li1lt introduced 22.10.80 
(b) May inclue significant contribution fro• other site Installations 
(c) ll•lt Introduced 20. 5. 81 

TABLE XX 
ANNUAl DISCHAR(£ OF STRONTIU"-90 IN LIQUID EFFlUENT FRO" NFRPs 
Discharge Activity discharged (Ci/year) 
FaciHty U•it 1977 1978 1979 1980 (Ci/year) 1976 
IIAK (a) -3 6.3x10 -3 3.8x10 (b -3 3.0x10 (b -3 3. ~x1 0 -3 1.5x1 0 
la Hague 6 000 (c) 1 078 1 965 3 789 1 7~ <: 1 479 (c) 
"arcoule (a) 160 (d) 11 10.1 23.7 16 22 
Dounreay (a) 2 400 (e) 183 210 80 213 350 
Sellafteld 30 000 (f) 10 3~~ 11 53~ 16 160 6 812 9506 
(a) "ay include significant contribution fro• other site installations. 
(b) Sr-89 • Sr-90. 
(c) Sr-90 • Cs-137; H•H introduced 22.10.80. 
(d) li1it introduced 20.5.81. 
(e) lot 1ore than 600 Ci in any period of three consecutive calendar 1onths. 
(f) Not lore than 7 500 Ci in any period of three consecutive calendar 1ontbs. 

TABLE XXI 
ANNUAL D ISCHAROC OF RUTI£N IU"-106 IN LIQUID EFFLUENT FROM NFRPs 
Faclltty Discharge Activity discharged (Cl/year) li•l t 
(Cl/year) 1976 1977 1978 1979 1980 
WAK 
la Hague 15 004 14 591 21 681 20 197 
flarcoule (a) 541 738 (b) 667 (b) 
Dounreay (a) 36 33 3 27 20 
Se llafle 1 d 60 000 {c) 20 698 22 053 21 897 10 615 9 295 
(a) May Include significant contribution fro• other site Installations. 
(b) Ru-103 • Ru-106. 
{c) Not •ore than 15 000 Cl In any period of three consecutive calendar •onths. 

TABLE XXII 
ANNUAl DISCHARII OF CAESIUM-137 IN LIQUID EFFLUENT FROM NFRPs 
Discharge Activity discharged (Cl/year) llaH Faci 11 ty (Cl/year) 1976 1977 1978 1979 1980 
IIAK (a) -3 5.3x10 5xlf4 -3 1. 2xl 0 7xlo·4 -3 1. 7xl 0 
la Hague 6 000 (b) 939 1 372 1 056 453 1 479 (b) 
"arcoule (a) 160 (c) 33.6 no 78 103 
Dounreay (a) 365 157 83 231 574 
Se 11 aflel d 115 926 121 032 110 483 69 255 80 163 
(a) May Include significant contribution froa other site installations. 
(b) Sr-90 • Cs-137, llalt introduced 22.10.80. 
(c) Ualt Introduced 20.5.81. 
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